FIFTEENTH 
EDITION 





; 


e 


eo. 


j BY APPOINTMENT 
TO HER MAJESTY THE QUEEN 
SUPPLIERS OF ELECTRICAL EQUIPMENT 








i 4 r 7 
ta ad * sigan “a 





Ap - pL x2,. 6 









BY APPOINTMENT 
TO HER MAJESTY THE QUEEN 
SUPPLIERS OF ELECTRICAL EQUIPMENT 
WOLF ELECTRIC TOOLS LIMITED 


FOREWORD 


Tuts catalogue—and the specialised experience of over half a 
century which stands behind every Wolf electric tool—is . 
commended to: 


e A world desperately searching for new sources of Power 
| and the material benefits which electricity brings within the 
: reach of all. 


e World-wide Industry in its manifold fields of enterprise, 
constantly seeking for improved methods, materials, and 
means of attaining greater production at lower compara- 
tive cost. 


® Engineers, craftsmen and skilled operatives in every trade 
requiring better tools and equipment with which to achieve 
more quickly and easily the higher results demanded in a 
competitive economy. 


e Education authorities, technical colleges, and all those whose 
responsibility it is to keep abreast of industrial progress and 
to train tomorrow’s craftsmen in the full application and uses 
of the proper tools of their trade. 
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OBTAINABLE FROM ALL LEADING TOOL MERCHANTS 
& FACTORS THROUGHOUT THE WORLD 


WOLF ELECTRIC TOOLS LIMITED 


Head Office: Pioneer Works, Hanger Lane, London, W.5 
TELEPHONE : PERIVALE 5631/2/3/4 and 6421/2/3 
TELEGRAMS: WOLFLEDE WESPHONE LONDON. CODE: A.B.C. 5th EDITION 


Newlon Works, Off Stanlake Villas, Stanlake Road, Shepherds Bush, London, W.12 
Telephone : Shepherds Bush 4414/5/6 


47/48, Barker Street, Handsworth, Birmingham, 19 Telephone : Northern 3938/9 


1, 2 & 3, Dean Street, St. Pauls, Bristol, 2 Telephone: Bristol 22288 /9 
1-3, Strathcona Street, Glasgow, W.3 Telephone: Scotstoun 7933/4 
405, York Road, Leeds, 9 Telephone : Leeds 20448/9 
5, Blackfriars Street, Salford, 3, Manchester Telephone: Blackfriars 8426/7 


322, Scotswood Road, Newcastle-upon-Tyne Telephone : Newcastle 37606 


2271, Bloor Street West, Toronto, 9, Ontario 
Telephone: ROger 6-2421/2/3 


Wolf Sales (Pty) Ltd., Arthur Street, Homebush, Sydney, N.S.W. 
Telephone : UM 5137 


At the time of printing this catalogue is correct in all details, but in view of improvements in 
construction and design, which are progressively introduced, machines or parts supplied may 
differ at the time of purchase. Every effort is made to keep up-to-date information in all printed matter. 
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View of one of the spacious winding shops where the 
latest type of equipment and modern flow line production 
methods are employed in providing the many thousands 
of motors required to meet the world wide demand for 


Wolf tools. 


Close up view of the dynamic balancing department where 
all armatures are balanced to closest precision limits on 


stroboscopic equipment. 


A battery of Micafil automatic winding machines. These 
are used solely for winding armatures for 1/4” drills. 


Each Wolf tool manufactured, before being packed and 
dispatched to the customer, is given a series of searching 
tests in which the speed, current consumption, power 
output and general performance of the machine is recorded. 
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Looking across one of the machine shops special- 
ising in originating operations on bar work. Here 
batteries of latest type automatics and capstans are 
tooled up for the continuous high speed produc- 
tion of Wolf components. 





The wide range of Wolf tools involves an immense 
variety of gears. This Maxicut in No. | Machine 
Shop is one of a battery of 25 gear generators and 
shapers. 


A Shutte six spindle automatic specially designed 
for machining our forged gear clusters. 


View of No. | Machine Shop with a load of 
machined castings being transported for dispatch 
to the assembly factory. 
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_ k We cannot accept responsibility where machines have been 


_ repaired by people outside our own factory or Service Stations 
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ELECTRIC TOOLS 
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PORTABLE ELECTRIC DRILLS 


| For every industrial portable drilling job, in steel, non-ferrous metal, wood or stone, for 
occasional or continuous production use, light or heavy duty work, there is a Wolf Drill 
available with unrivalled power and dependability. 

The usefulness and money saving capabilities of Wolf drills extends far beyond 
portable drilling. They can be adapted for grinding, wire brushing, holesawing or converted 
into sturdy bench drilling machines and ganged production units. A wide selection of 
suitable accessories is included at the end of this section. 


SECTIONAL VIEW 

OF PORTABLE 

ELECTRIC DRILL 

| TYPE WD4c 


ARMATURES—Dynamically balanced to finest precision GEARS—Generated from nickel chrome molybdenum 
limits by latest electronic methods. Commutators steel forgings in which gears and spindles are 
turned to mirror finish and mica segments undercut. integral, thus ensuring perfect accuracy and 


strength. High frequency hardened and tempered. 


SWITCHES—Double pole type of ample current 
carrying capacity to exclusive Wolf design. Retaining 


INSULATION—Armature windings of enamelled and 
double silk covered copper wire—field windings 
enamelled copper wire. Varnish impregnated and 


over: baked. Vlash tosted 1960 volts. geo alam for use when tools are mounted 

BEARINGS—Superior quality heavy duty ball bearings CASTINGS—High tensile aluminium alloys selected for 
housed in steel liners integral with castings. Certain strength and lightness exclusively used. Beautifully 
models incorporate oil impregnated porous bronze finished in hard wearing, grease resistant poly- 
bearings. chromatic stone enamel. 


























OUTER INISTUIL/A/ TE 


DRILLS FOR INDUSTRY 


PRECISION-BUILT 
TO INTERNATIONAL 
SPECIFICATIONS 


1/4°(6 mm) GENERAL DUTY DRILL 
Type DI-K2c 


1/4" (6 mm) HEAVY DUTY DRILL 
Type DI-K1i7c 


3/8" (10 mm) GENERAL DUTY DRILL 
Type DI-K3c 


SPECIFICATION 


DI-K2c DI-K17c DI-K3c 
Drilling capacity in steel 1/4” 6mm 1/4” 6mm 3/8”:10 mm 
Drilling capacity in Hard Wood 1/2” 13 mm 5/8” 16 mm 5/8” 16 mm 
Spindle Speed running light 2800 rpm 1700 rpm 850 rpm 
Spindle Speed on full load 1600 rpm 950 rpm 550 rpm 
Watts Input on full load 260 260 260 
Overall length 8 1/4” 209 mm 8 3/8” 213 mm 8 5/8” 219 mm 
Distance from centre of spindle | | 
to outer casing 29/32” 23 mm 29/32” 23 mm 29/32” 23 mm | 
Nett Weight 4 Ibs. 4 1/4 Ibs. 4 Ibs. 6 ozs. 
1.8 kgs 1.93 kgs. 2 kgs - 
Gross Weight 5 Ibs. 10 ozs. 6 Ibs. 6 Ibs. 
2.5 kgs 2.8 kgs 2.8 kgs 


Universal Motors (T.V. suppressed) suitable for operation on 100/110, 110/130, 150/160, 
200/220 and 220/250 volts D.C. and single phase A.C. 25/60 cycles. Also for 50 volts to 
special order. Each machine supplied complete with threaded 3-jaw keyed chuck, 10 ft. 


(3.05m) 3-core or 2-core T.R.S. Cable supplied as required. Types DI-K17c and DI-K3c supplied 
with Side Handle. 
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World Patent Pending 


Wolf double insulated tools differ 
from all ordinary electric drills 
because their motors and switch 
gear as shown above, are totally 
encased within an additional in- 
sulation system which completely 
isolates all live parts from the 
drill body or outside contact. 
No earth wire is necessary. 


FLASH TESTED 4,000 VOLTS 


Fully complies with CEE specification and BSS 2754 































FOR DI-K2c, DI-KI7c 
AND DI-K3c 


FOR DI-K2c AND DI-KI7c 


ANGLE DRILLING ATTACHMENTS 3 
BENCH 


DRILL STAND 
Type ESO 

22” high overall, base 
table 7” diam, with a 
depth of feed of 3”. This 


invaluable accessory in- 





Type KDA2c Part No. 12784 
To fit, remove chuck from machine and 
transfer to attachment, fit attachment to 
drill spindle and secure by clamping bolt. 


Height from nose of chuck is 23”. 


Type KDA2q Part No. 12785 
Supplied complete with set of 7 collets 
te”-$”. Height from face of collet 2”. 





stantly converts into a 


sturdy Drill Press. 





RADIAL ARM ATTACHMENT 


Type RA/O imparts articulated motion 
to Drill stand Pillar. 


SIDE HANDLE 
Part No. 1238! 
Supplied as standard with DI-K I7c and DI-K3c 


RADIO SUPPRESSOR 


Part No. 12570-200/250V 

Part No. 12611-100/160V 
Machines should be sent to nearest Wolf 
Service Depot for fitting. 


BENCH CLAMP 
STAND 


Type KCS Part No. 13496 
Quickly converts the DI-K2c 
for light bench grinding, 


polishing, etc. 
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FOR DI-K2c only 


5” SANDING 
ATTACHMENT 


Flexible Rubber disc with arbor 
<a 4 assembly Part No.9057. 





5” SANDING DISCS FOR STEEL 
Part No, 10478 coarse 

10879 medium 

10480 fine 





DECARBONISING BRUSHES 
AND VALVE GUIDE CLEANERS 


Full details on request. 


4” CIRCULAR WIRE BRUSH 


Part No. 1404 
Part No. 2049 Arbor, washers and nut. 


4” CALICO POLISHING BUFF 


Part No. 2093 
Part No. 2049 Arbor, washers and nut 





3’ GRINDING WHEEL 


Part No. 1425 3”x4"x4’. 
Part No. 2049 Arbor, washers and nut, 





1/4’ GENERAL DUTY TYPE OK2c 
1/4° HEAVY DUTY TYPE OK17c 


ELECTIC DRILLS 


Powered by a continuously rated motor, the Wolf OK2c General Duty 
Drill is built to new high standards of dependability and safety. Com- 
fortable one-hand grip and perfect balance makes this new drill ideal 


for all light production and assembly drilling. TV suppressed, and 


with compartment in switch handle for radio suppressor if required, 
the OK2c represents the finest value for money yet offered for tools of 


this class. An alternative is also available—type OK17c 
with a spindle speed of 1700 R.P.M. 


Drilling capacity in Steel wT 

Drilling capacity in Hard Wood 

Spindle Speed running light 

Spindle Speed on full load 

Watts Input on full load 

Overall Length ‘ee sas wa eee 
Distance from centre of spindle to outer casing 
Nett Weight 

Gross Weight 


2800 r.p.m. 1700 r.p.m. 
950 r.p.m. 


260 watts 


1600 r.p.m. 
260 watts 


Universal Motors suitable for operation on 100/110, 110/130, 150/160, 200/220 and 220/250 volts, 
D.C. and single phase A.C. 25/60 cycles. Also for 32 and 50 volts to special order. 

Each machine supplied complete with 1/4’ 3-jaw screwed and keyed chuck, 7 ft.6 ins. (2.29 m.) 
3-core T.R.S. cable. 


BC ESSORIES ~OR TYPE OK2<e AND OKi/7c — SEE PAGES [8 & 19 











Depth of feed 
Maximum § dis- 
tance from 
chuck to base 
table 
Maximum § dis- 
tance from 
pillar to twist 
drill centre 
Base Table area 
Overall Height 
Nett Weight 
Gross Weight 
























Sg —- 76mm. 


10” -254 mm. 


4 3/4” -120 mm. 
7” dia.-178 mm. 
22” -—558 mm. 
18 lbs.-8.2 kgs. 
33 Ibs-I5 kgs. 


DRILLS 


PORTABLE 
GRINDERS 


a 


GRINDE 


BENCH 


‘\ 





FLEXIBLE & DI 
GRINDERS 


LATHE  * 
GRINDER 


SANDERS 








Wolf 


TYPE EG2c 





1/4’ LOW-WEIGHT PRODUCTION 
all ball bearing ELECTRIC DRILL 


The world famous Wolf EG2c satisfies all the demands of continuous 
production line conditions. Unsurpassed by any other drill of its type 
for sheer penetration speed, staying power and dependability. Com- 
bining maximum power with minimum weight, compact, well balanced 
and fitted with protective chuck shroud, the EG2c production drill is 


abe a 7 eSHens particularly suitable for ganging into special purpose ‘set ups’. 
si ly ho | Angle Attachments Type ADA2c and ADA2q convert machine 
| rable 44” — 355 mm. into an efficient corner drill at low cost, see page 18. 
| gee Ideal for production departments in aircraft, motor car and 
| pillar to twist furniture industries, sheet metal fabrication and light engineering 
palit centre Su, 40mm. assembly shops. 
203 x 203 mm. 


Overall Height 22” -— 558mm. 
Nett Weight 29 Ibs. —- 13 kgs. 
! Gross Weight 45 Ibs.—20.5 kgs. 





Drilling capacity in Steel :' 1/4" 
Drilling capacity in Hard Wood sha - sys 
| Spindle Speed running light... 5s a ‘a 2800 r.p.m. 
| Spindle Speed on full load -_ ne i es 1500 r.p.m. 
Watts Input on full load yin ha iis ve 235 watts 


Overall Length , 

Distance from centre of spindle to outer casing 
Nett Weight 

Gross Weight 


1/4” 185 mm. 
25 mm. 

3/8 Ibs. | 2 kgs. 

Ibs. 2.8 kgs. 


7 
f Ss 
4 
6 





Universal Motors suitable for operation on 100/110, 110/130, 150/160, 200/220, 220/250 volts D.C. 
and single phase A.C. 25/60 cycles. Also for 32 and 50 volts to special order. 


Each machine supplied complete with 1/4” 3-jaw screwed and keyed chuck, 10 ft. (3.05 m.) 
3-core T.R.S. cable. 





ACCESSORIES FOR TYPE EG2c — SEE PAGES 18 & 19 





TYPE WD2c 


1/4’ HEAVY DUTY ELECTRIC DRILL 


This superb tool, powered by a high performance continuously rated 
motor of new design and of the strongest possible construction, will out 
drill and outlast any other machine of its type. A special feature of this 
machine is the permanently moulded insulation (Patent No. 745544) inside 
the switch handle covering all live parts, thus ensuring perfect safety 
under all operating conditions. In addition, space is provided within each 
machine for specially designed radio and television suppressors, which 
can be supplied as optional extras. 

The WD2c will create new high standards of performance 
wherever heavy duty portable drilling work is required. Apart from 
portable applications, these machines can be quickly converted into 
sturdy Bench Drills with specially designed Stands. 


Drilling capacity in Steel .. vie _ - | /4” 

Drilling capacity in Hard Wood.. en ~ yi 5/8” 

Spindle Speed running light _ ae se 2400 r.p.m. 
Spindle Speed on full load 1650 r.p.m. 
Watts Input on full load ... se ices sh sa 475 watts 
Overall Length... “a Pe 

Distance from centre of spindle to outer casing - | 1/8” 

Nett Weight te se sie ss ~ win 7 Ibs. 

Gross Weight = si ses aa 8 3/4 Ibs. 


Universal Motors suitable for operation on 100/110, 110/130, 150/160, 200/220, 220/250 volts 
D.C. and single phase A.C. 25/60;cycles. Also for 32 and 50 volts to special order. 

Each machine supplied complete with 1/4” 3-jaw keyed chuck and 10 ft. (3.05 m.) 3-core T.R.S. 
cable (one lead for earthing). Side handle available as an accessory. 
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_ ACCESSORIES FOR TYPE Wie — SEE FAGES [8 & 19 














Depth of feed 
Maximum § dis- 
tance from 
chuck to base 
table 
Maximum § dis- 
tance from 
pillar to twist 
drill centre 
Base Table area 


Overall Height 
Nett Weight. 
Gross Weight 








121/8’”-308 mm. 


53/4” —146 mm. 


8” x 8” 


203 x 203 mm. 
241/2”-622 mm. 
32 Ibs.-14.5 kgs. 
47 |bs.-21.3 kgs. 


e\ 


PORTABLE 
GRINDERS 


\ 


uu 
f=) 
4 
oO 
Oo 


BENCH 


FLEXIBLE & DI 
GRINDERS 















TYPE OK3c 


3/8’ GENERAL DUTY ELECTRIC DRILL 





/ The OK3c—the latest addition to the Wolf range—provides the answer 

BENCH DRILL STAND to innumerable general purpose requirements, and will be invaluable 
TYPE ESO to sheet metal workers, shop fitters, electrical contractors and main- 

Depth of feed 3” —- 76mm. , 
Piactuciien "ae — tenance engineers. Powered by a high speed, continuously rated 
tance from 
chuck to base motor, it combines immense power with extreme lightness. TV sup- 
table 9 3/4” — 248 mm. 
pasion dis- pressors are fitted and space is provided in the switch handle for 
tance rom 
ver ge agg —— radio suppressor. Ideal for drilling in brickwork, stone, asbestos, etc., 
pas tee Se ee. iit iciee with carbide tipped drills. Bench stand instantly converts into a robust 
Overall Height 22” — 558 mm. ‘ » 
Nett Weight 18 Ibs. -3.2 kgs. Stationary unit. 


Gross Weight 33 Ibs. —15 kgs. 


we SPECIFICATION TYPE OK3c 


Drilling capacity in Steel ... _ we aie we aie 3/8” 

Drilling capacity in Hard Wood ... ewe sia = awe 5/8” 

Spindle Speed running light -_ as _— ni oe. 
Spindle Speed on full load ... on wee cee ia oe : , 550 r.p.m. : oa 
Watts Input on full load : 260 watts — ne 
Overall Length id ak _ = — poe Sse” tk 
Distance from centre of spindle to outer casing as - 29/30) 4 

Nett Weight... wn 56 was ™ = as a ‘4 lbs. 607zs. | | 


Gross Weight sen ae vas ws _ " - 6 Or 





Universal Motors suitable for operation on 100/110, 110/130, 150/160, 200/220 and 220/250 volts 
D.C., and single phase A.C. 25/60 cycles. Also for 50, 32 and 24 volts to special order. 


Each machine supplied complete with 3/8” 3-jaw screwed and keyed chuck, 7 ft.6 ins. (2.29 m.) 
3-core T.R.S. cable. 


1Q 





ACCESSORIES FOR TYPE OK3c — SEE PAGES 18 & 19 
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9/16” 3/8’ HEAVY DUTY 
1/2” LOW-SPEED ELECTRIC DRILLS 


These heavy duty drills are powered by new type continuous rated 
motors. A feature of these machines is the moulded insulator (patented) 
within the switch handle. The 5/16” drill Type WD23cis especially suitable 
for production line drilling in car factories, coach-works and railway 
workshops. On all 3/8” heavy duty and general purpose work the WD3c 
is unbeatable. It is also the power unit for the Combined Mortiser and 
Drill Type NM4 listed on page 52. The low-speed WD934c is ideal for 
electrical contractors, heating engineers, plumbers and builders for all 
installation work. For hole sawing up to 2” dia. and brick drilling up to 
1” dia. Side handle screws into gear case and provides useful supple- 


mentary control. 
TYPE TYPE TYPE 
WD23c WD3c WD34c 


Drilling capacity in Steel ... 





Drilling capacity Hard Wood ° 
























Spindle speed running light . 1500 r.p.m. 1100 r.p.m. 550 r.p.m. 
Spindle speed on full load... 1100 r.p.m. 850 r.p.m. 380 r.p.m. 
Watts Input on full load 600 watts 600 watts 475 watts 
Overall length 13 1/4” 13 1/4” | 349 mm. | [3 3/4” | 349 mm. 





Distance from centre of spindle to 










| 3/4” 
8 1/4 Ibs. 
10 Ibs. 


32 mm. | I 1/4” 32 mm. 
4 kgs. |87/8lbs.| 3.9 kgs. 


4.8 kgs. |101/2\lbs| 4.8 kgs. 
Universal Motors suitable for operation on 100/110, 110/130, 150/160, 200/220, 220/250 volts 
D.C. and single phase A.C. 25/60 cycles. Also for 32 and 50 volts to special order. 


Each machine supplied complete with 3-jaw keyed chuck, side handle and 10 ft. (3.05 m.) 3-core 
T.R.S. cable. 









outer casing 
Nett Weight 
Gross Weight 


| 1/4” 
8 3/4 Ibs. 
101/21bs. 





























Depth of Feed 
Maximum _ dis- 
tance from 
chuck to base 
table : 

WD23c 

WD3c 

WD34c 
Maximum § dis- 
tance from 
pillar to twist 
drill centre ... 
Base Table area 


Overall Height 
Nett Weight 
Gross Weight 


TYPES WD23c 
Ao Yom, 4 OK YL ve 


3” -—- 76mm. 


11 5/8”— 295 mm. 
11 1/4”— 286 mm. 
11 1/4”— 286 mm. 


5 3/4” — 146 mm. 


8” x 8” 


203 x 203 mm. 
24 1/2”—-622 mm. 
32 Ibs.-14.5 kgs. 
47 |bs.-21.3 kgs. 








PORTABLE 
GRINDERS 
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FLEXIBLE & DIE 
GRINDERS 


LATHE 
GRINDER 
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HAMMER 


SAWS AND 





am 4°) ee) LT 


BENCH 
DRILL 
STAND 


TYPE ES14 


Depth of Feed 
Maximum = dis- 
tance from 
chuck to base 
table 

Distance from 
pillar to twist 
drill centre 
Base Table area 


Overall Height 
Nett Weight 
Gross Weight 














8” — 203 mm. 


5 3/4” — 146 mm. 


8” x 8’ 


203 x 203 mm. 
22” — 558 mm. 
30 Ibs.-13.6 kgs. 
45 |Ibs.—20.5 kgs. 








"1/2" GENERAL DUTY ELECTRIC DRILL 


The finest value ever offered in general duty drills of this capacity, 
the Wolf Drill Type SD4c is world renowned for power, drilling penetra- 
tion, speed and stamina. Advanced mass production methods enable 
this splendidly designed tool to be marketed at an unbeatable price. 
The chuck spindle is mounted on deep groove ball bearings, and oil 
impregnated porous bronze bearings are fitted to armature and gear 
spindles. Offset chuck and removable side handle facilitate awkward 
drilling jobs. Bench Stand Type ES14 instantly converts into sturdy 
Drill Press. 





Ideal for maintenance work and light constructional engineering 
including the general purpose needs of builders, plumbers, agricultural 
engineers, farmers, garage service stations, etc. 


SPECIFICATION TYPE SD4c 


Drilling capacity in Steel... ea ise int was was 72 
Drilling capacity in Hard Wood _... ee iit id ‘as 2B 
Spindle Speed running light ... ies - 

Spindle Speed on full load ©... 

Watts Input on full load 

Overall Length wii ap xs we 
Distance from centre of spindle to outer casing 
Nett Weight 

Gross Weight ... 


13 mm. 
25 mm. 
715 F551, 
475 r.p.m. 


435 watts 
13 3/4” 349 mm. 
1 5/16” 33 mm. 
10 Ib. 4.5 kgs. 
14 Ib. 6.3 kgs. 


Universal Motors suitable for operation on 100/110, 110/130, 150/160, 200/220 and 220/250 volts, 
D.C. and single phase A.C. 25/60 cycles. Also for 32 and 50 volts to special order. 





Each machine supplied complete with |/2” 3-jaw screwed and keyed chuck, tubular handle, 10 ft. 
(3.05 m.) 3-core T.R.S. cable, and capsule of oil. 


[2 


ACCESSORIES FOR TYPE SD4c — SEE PAGES [8 &. [2 
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TYPES 
ny Toe py | 


4 1/2” GENERAL DUTY 
~ TWO-SPEED ELECTRIC DRILLS 


These new Wolf two-speed drills offer important time and money saving 
advantages on all general purpose drilling because they provide the 
correct drilling speeds for all sizes within their rated capacity. Large 
holes can be drilled quickly and easily by first drilling the ‘‘pilot’’ and 
then opening out to final size. 

Instantaneous speed changing effected with simple push/pull 
plunger. Gears are in constant mesh ensuring perfect power trans- 
mission. Permanent moulded insulation, Pat. No. 745544, in switch handle 
provides 100% safety. Offset chuck and removable side handle facilitate 
awkward drilling jobs. Bench Stand ES14 converts to sturdy Drill Press. 














TS24¢ 


Keyed Chuck Model 


TS24 


Morse Taper Model 
































bored 
Drilling capacity in Steel Low speed 35/64” 
High Speed | /4’ 
Drilling cap. Hard Wood Low speed = 
High speed 5/8” 
Spindle speed running light High speed 1700 r.p.m. 1700 r.p.m. 
Low speed 660 r.p.m. 660 r.p.m. 
Spindle speed on full load High speed 1200 r.p.m. 1200 r.p.m. 
Low speed 450 r.p.m. 450 r.p.m. 
Watts input on full load 440 watts 440 watts 
Overall length i ies we _ was 15 3/8” 16 5/8” 
Distance from centre of spindle to outer casing ... | 5/16” 1 5/16” 
Nett weight... — 11 3/4 Ibs. [1 1/2 Ibs. 
Gross weight 15 3/4 Ibs. 15 1/2 Ibs. 


Universal motors for operation on 100/110 volts, 110/130 volts, 150/160 volts, 200/220 volts 
220/250 volts D.C. and single phase A.C. 25/60 cycles. 
TS24c supplied complete with 2” 3-jaw keyed screw fitting chuck, tubular side handle, 10 ft. (3.05 m.) 


3-core T.R.S. cable, and capsule of oil. TS24 as TS24c less chuck but withdrill spindle bored No. | 
Morse Taper, complete with drift key. 


’ 


Also for 32 and 50 volts to special order. 


13 


ACCESSORIES FOR [YPE [S24c [S24 — SEE PAGES 18 & 19 


Depth of feed 


Overall height 
Maximum § dis- 
tance from 
chuck to base 
table, TS24c 
Maximum § dis- 
tance from 
pillar to twist- 


drill centre 
Base table area 
Nett Weight 
Gross Weight 


3" -76 mm? 
24 1/2’-622 mm. 
11” —279 mm. 


5 3/4” -146 mm. 
8” x Fe 

203 x 203 mm. 
32 Ibs.-14.5 kgs. 
47 |bs.-21.3 kgs. 





FLEXIBLE & DIE 


SAWS AND 
HAMMER 


GRINDERS 


PORTABLE 


\ 01 


GRINDERS 





pe 


es 











BENCH 
DRILL 
STAND 
TYPE 
ES23 


Depth of Feed 
Maximum § dis- 
tance from 
chuck to base 
table: 

Type WD4c 

Type WD5c 

Type WDé6c 
Distance from 
pillar to twist 
drill centre 
Base Table area 


Overall Height 
Nett Weight 






4” — 101 mm. 


221/8’—562 mm. 
21 7/8’—555 mm. 
21 3/8”—542 mm. 


71/4” — 184 mm. 

? 2 2 

228 x 228 mm. 
39” — 990 mm. 

64 Ibs. — 29 kgs. 





<be peeing 


1/2’ 5/8’ 3/4" HEAVY DUTY 


, fe 
Apo j 






all ball bearing ELECTRIC DRILLS 


Over two inches per minute in solid steel at maximum capacity: this is 
the standard drilling penetration speed of the Wolf WD4c Drill. It is 
just typical of the capabilities of the larger ‘WD’ models, a performance 
unchallenged by any other tools of this type. 

With such amazing work-capacity these Wolf ‘WD’ Drills repre- 
sent greatly improved output per-man-hour at lower cost and with less 
fatigue. They tackle the heaviest duty tasks in structural engineering, 
shipbuilding, railway, mine, quarry and agricultural engineering shops. 


SPECIFICATION 


Drilling capacity in Steel 
Drilling cap. Hard Wood 
Spindle Speed running light ... 
Spindle Speed on full load 
Watts Input on full load 
Overall Length ... ver 


Distance from centre of'spindle 
to outer casing 


Nett Weight 
Gross Weight 


690 r.p.m. 
430 r.p.m. 


560 r.p.m. 
350 r.p.m. 
595 watts 


440 r.p.m. 
280 r.p.m. 


595 watts 595 watts 





Universal Motors suitable for operation on 100/110, 110/130, 150/160, 200/220 and 220/250 volts 
D.C. and single phase A.C. 25/60 cycles. Also for 32 and 50 volts to special order. 


Each machine supplied complete with 10 ft. (3.05 m.) 3-core T.R.S..cable, 3-jaw keyed and screwed 
chuck, spade handle and tubular handle. Telescopic feed screw supplied with Type WD6c. 
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ACCESSORIES FOR TYPE WD4c WD5c WD6c — SEE PAGES 18 & 19 











35/64" 5/8’ 3/4" HEAVY DUTY 
all ball bearing ELECTRIC DRILLS 





For engineers who, on machines of 

. such capacity prefer ‘morse taper’ 

sockets rather than cha three -jaw type chucks as fitted to models shown 

on opposite page, these models WD4, WD5 and WD6 are the inevitable 

choice. An independent chuck and arbor, available as an accessory, 

permits the use of straight shank drills when desired. The telescopic 

feed screw—used for applying a mechanical feed in conjunction with 

the Wolf Clamp Stand Type ES4—is supplied as standard equipment 

with Type WD6. Drill Stand Type ES23 instantly adapts all ‘WD’ models 
for bench drilling. 


TYPE WD6 
With drill spindle 
Bored No. 2 M.T. 


TYPE WD5 
With drill spindle 
Bored No. 2 M.T. 


TYPE WD4 
With drill spindle 
Bored No. | M.T. 


Drilling capacity in Steel 35/64” 
Drilling cap. Hard Wood _— 2 
Spindle Speed running light ... 690 r.p.m. 560 r.p.m. 440 r.p.m. 
Spindle Speed on full load 430 r.p.m. 350 r.p.m. 280 r.p.m. 
Watts Input on full load 595 watts 595 watts 595 watts 
Overall Length .. 1411/2” | 368 mm. 15” 381 mm. 15’ 381 mm. 
Distance from centre of spindle 

to outer casing _ ae | 5/8” 41 mm.|_ | 5/8” 41 mm.|_ | 5/8” 41 mm. 
Nett Weight 16 (bs. | (2kgs.| ('6'Bs. | 7.2 kgs. | [6 ibs. | 7.2 Kegs. 


20 Ibs. 25 ibs. | [1.3 kegs. 


20 Ibs. 





9 kgs. 


Gross Weight 9 kgs. 


Universal Motors suitable for operation on 100/110, 110/130, 150/160, 200/220 and 220/250 volts 
D.C. and single phase A.C. 25/60 cycles. Also for 32 and 50 volts to special order. 

Each machine supplied complete with 10 ft. (3.05 m.) 3-core T.R.S. cable , spade handle, tubular 
handle and a drift. One telescopic feed screw is supplied with Type WD6. 
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ACCESSORIES FOR TYPE WD4 WDS5 WD6 — SEE PAGES /8 & 19 


TYPES WD4 


WD5 WD6 


Depth of Feed 
Maximum § dis- 
tance from 
spindle to base 
table: 
Type WD4 
Type WD5 
Type WD6 
Distance from 
pillar to twist 
drill centre 
Base Table area 


Overall Height 
Nett Weight 


4” - 


201/2”—521 mm. 
201 /2”—521 -mm. 
201 /2”-521 mm. 


71/4” —184 mm. 


x" 


228 x 228 mm. 
39” — 990 mm. 
64 Ibs. — 29 kgs. 


101 mm. 





PORTABLE 
GRINDERS 


\ cn 


FLEXIBLE & DIE 
GRINDERS 


GRINDER 


LATHE 


SANDERS 


\ 





ET | 


SCREWDRIVER 
NU 


SAWS AND 
HAMMER 














Depth of Feed 
Maximum dis- 
tance from 
spindle to 
base table 
Distance from 
pillar to twist 
drill centre 
Base Table area 


Overall Height 
Nett Weight 
Gross Weight 


4” — 101 mm. 


18” -— 457 mm. 


7 9/16’—190.6 mm. 

10” x 10’ 

254 x 254 mm. 

39” - 990 mm. 

90 Ibs. — 40.8 kgs. 

125 Ibs.-57.7 kgs. 
ha 





TYPES 
NWS NWIO 





1’ and 1 1/4" HEAVY DUTY 
all ball bearing ELECTRIC DRILLS 


Exceptional reserves of power and torque, high power-to-weight 
ratios, effective spindle speeds, perfect balance and control are out- 
standing features of these rugged, dependable tools. Special attention 
has been given in the design to gear strength and bearing capacity to 
meet exceptional torque requirements; for example, the drill spindle, 
bored to No. 3 morse taper, is mounted on two radial and one thrust 
ball bearings. The operational range is greatly increased by the use of 
the Bench and Clamp Stands. 

Used for heavy structural engineering work of all kinds—bridge, 
harbour and road construction, shipbuilding, railway, mine, quarry 
and agricultural engineering workshops. 

For deep boring and similar applications reversing switches 
can be fitted. 


TYPENWS TYPE NWIO 


Drilling capacity in Steel 

Drilling capacity in Hard Wood 

Spindle Speed running light 

Spindle Speed on full load 

Watts Input on full load 

Overall Length 

Distance from centre of spindle to outer casing 
Nett Weight $s was _ _ om ! 1. oe 1/2 Ibs. 

Gross Weight _... +03 on soe _ ; ; ; 36 Ibs. 

Universal Motors suitable for operation on 100/110, 110/130, 150/160, 200/220 and 220/250 volts 
D.C. and single phase A.C. 25/60 cycles. Also for 50 volts to special order. 





Each machine supplied complete with 10 ft. (3.05 m.) 3-core T.R.S. cable, feed screw, drift, breast 
plate, tubular handle. 
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ACCESSORIES FOR TYPE NW8 NWIO — SEE PAGES 18 & 19 





The drill stand is supplied complete with 
20 feet (6-10 mm.) of 3-core TRS cable, safety 
chain (in case of current failure), plug top for 
electric drill, side handle and adaptation ring 
for Drills WD2c—WD34c. 

Saddle plate attachment available for drilling 
pipes 12” to 36” dia., and curved surfaces. Part 
15147. Net weight 19 Ibs. (8-2 kgs.). 


CLAMP STAND 


Overall Height 40” —102 cm. 
Nett Weight .. 49 1b. -22.2 kgs. 
Gross Weight, packed, 80 Ib. - 36.4 kgs. 


The clamping of this Stand is carried out 
by two cam faced collars, operated by 
means of two tommy bars. These collars, 
the foot and the drill arm, are locked to 
the pillar by means of‘cotter bolts. These 
are tightened by a 5/8” (16 mm.) box 
spanner. The feed screw carrier is 
adjustable along the pillar arm or can be 
removed to suit other makes of machines. 





The Wolf-H &S electro-magnetic precision drill stand is easily 


transportable and can be used in production shops or on site work, for 
vertical, horizontal or overhead drilling in the most difficult positions. 

The two-stage switch affords a preliminary hold-on value for 
accurate positioning before drilling, during which the machine is isolated 
from the power supply. The built-in electro-magnets have a full load 
magnetic pull which permits heaviest duty operation, with a positive 
rack and pinion feed ensuring precision results with the utmost ease of 
operation. For sideways adjustment of the drilling position the head 
stock is moved round the column. Accommodates all Wolf Drills 
WD2C-WDEC inclusive. 


SPECIFICATION 


Capacity in steel nee ve sc wae ste 3/4’ 
Depth of feed vr 
Magnetic hold value | /4 material 

3/4 material 
Input to Electro Magnets sie se 
Maximum distance from chuck to work 
Maximum angle of swing round pillar — 
Distance of base to drill centre ue V6 - 3” 
Height... ss eats 28 7/8” 
Nett weight—less electric drill Bes fs 48 Ibs. 22 kgs. 
Nett weight—including electric drill (WD6C ) 66 Ibs. 29-9 kgs. 


Standard Voltages: 100/110, 110/150, 150/160, 200/220, 220/250 D.C. and A.C. 
25, 50, 60 cyles. 50 volts to special order. 


19 mm. 
8 3/4” 222 mm. 
950 Ibs. 430-88 kgs. 
1,450 Ibs. 657-67 kgs. 
100 watts 
10 1/2” 267 mm. 

47 1/2° 
76 mm. 
733 mm. 





RADIAL DRILL ARMS 


The Wolf Radial Drill Arm is an accu- 
rately machined solid steel casting to fit 
between the base plate and the pillar 
of a standard Wolf Bench Drill Stand 
giving an articulated movement to the 
pillar. This freedom of movement 
ensures that the entire base area is free 
and accessible for the drilling of holes 
in any position without the workpiece 
being moved. Any position around the 
central axis beyond the base area can 
also be reached. The pillar can be 
locked in any required position. 


RADIAL DRILL ARM MODELS 


Model No. ...... RA/O RA/14. RA/23 RA/3 
Stand No. ...... ES/O  S/I4 S/23  ES/3 


Nett Weight _. 31/4lbs. 41/4lbs. 103/41bs. 13lbs. 
1.41 kgs. 1.9 kgs. 4.7 kgs. 5.9 kgs. 

















ACCESSORIES FOR Wolf porTABLE ELECTRIC DRILLS 


MACHINE BITS FOR WOOD DRILLING 


Wolf Electric Drills are, of course, equally suitable for drilling metal or wood work. It is not always realised however, 
that the ordinary metal cutting twist drill is unsuitable for cutting timber, owing to the tendency for the swarf to clog 
the flutes. This leads to burning or seizing up, with consequent damage to work and overload on the machine. 

The use of correct wood working bits as listed ensures rapid, clean-cut, accurate drilling, without fatigue to the operator 
or undue stress to the electric drill. As the purpose of the twist is to clear the chips, it should not be allowed to go 
below the surface of the timber being drilled. 


JENNINGS PATTERN MACHINE BITS SCOTCH NOSE 


MACHINE BITS 
1/2” DIA. SHANKS 1/4" DIA. SHANKS 
om [ae [ae Dene [oe [re | a 
Part No. Part No. Part No. Part No. Part No. 


6485 









1/2" DIA. SHANKS 


8” Twist 
Part No. 





Jennings 
Pattern 





HOLECUTTERS FOR METAL 


Especially designed for use with Wolf Portable 
Electric Drills, these holecutters are available 
in all sizes up to 3” dia. Standard cutting depth 
5/8” throughout. Supplied complete with body, 
mandrel, pilot drill. 

Made from heavy gauge 14% Tungsten high- 
speed steel, they can be operated at high 
cutting speeds. The body is of aluminium 
alloy with a special method of locking the 
cutter in position to give maximum rigidity. 


MANDRELS PILOT DRILL 
Sears Part 10163 


Parallel shanks. Both 


sizes supplied complete 
with 1/4” pilot drill. 


10162 =| 5/16” to 3” dia. ad of holecutters. 





& HOLESAWS FOR METAL 


With the appropriate Wolf Drill these handy 
accessories will quickly cut accurate holes 
from 3/4” up to 3” dia. in steel tanks, conduit 

boxes and sheet metal. They fit on to standard | 
twist drills and should be located on the ¢ 
shanks, not the flutes. | 





FOR ENGINEERS 


Drill 
Recommended 


27/32” 
[ 1/327 
1 5/16” 


1 11/16” 
| 7/8” 


2 1/8” 
2 3/8” 
a” 





5 a ee ee ee re OL Le ee 





Scotch 
Nose 
Pattern 


Part For Cutters : High speed steel Twist Drill 
lOl61 93/4’ to I 1/4” dia. ff of special type fits all sizes 














ACCESSORIES FOR WOW porTABLE ELECTRIC DRILLS 























FOR ALL TYPES 
MACHINE VICE PL Part 1464 SPECIFICATION 


This sturdy well made vice fits the slots provided 3 “a Width of Jaws... ae 2 he 
in all Wolf Bench Drill Stands. The jaws are of a < Depth of Jaws Mit aw Lane 
hardened steel, have vertical and longitudinal eg a Opening—Upper Jaws... 2” 
vees, making the vice suitable for holding a tags Opening—Lower Jaws... | 3/4’ 
variety of flat, round and square sections. Weight... ons os 7 Ibs. 





FOR OK2c, EG2c ONLY 
ANGLE DRILLING 


FOR WD2c/23c/3c/34c 

























4” WIRE SCRATCH 


. BENCH CLAMP STAND 
mt Lseksrsmrs 1 BRUSH Part 1404 .\ Type SCB 
OK2c TYPE KDA2c Part 10807 
Part 12784 Part 2049 
EG2c TYPE ADA2c Arbor, washers and nut 
Part 9007 


To fit, remove chuck from 
machine and transfer to 
attachment, fit attach- 
ment to drill spindle and 
secure by clamping bolt. 
Height from nose of 
chuck is 2 3/8”. 
OK2c TYPE KDA2gq Supplied — complete 
Part 12785 with set of 7 collets 
3/16” to 1/4” . Height 
EG2c Part 9171 from face of collet, 2”. 


4” CALICO POLISHING BUFF 
Part 2093 * 


Part 2049 
Arbor, washers and nut 





bee at 


FOR OK2c, EG2c, WD2c ONLY Mandrel and Tool Rest—Part 
a — | | 10808—adapts WD2c and WD23c 

ee ae drills for light bench grinding, etc. 
ar ED 


ax 12" x TT 
Part 2049 
Arbor, washers and nut 





FOR WD3c ONLY 





BENCH CLAMP 
STANDS 
Type KCS (OK2c) 
Part 13496 

Part 768 (EG2c) 


Mandrel and Tool Rest—Part 
13497—adapts 0K 2c drills for light 
bench grinding, etc. Part 6615 for EG2c 


SIDE HANDLE (OK2c) Part 12381 


FOR TYPES TS24 WD4 WD4c WD5 WD5c WD6 WD6c NW8 NWI10 


POLISHING 


DECARBONISING BRUSHES ACCESSORIES 


VALVE GUIDE CLEANERS 
For details see page 73 





FOR WO2e. 7” Rubber Backing Disc (to 


carry polishing bonnet) 










Arbor to carry rubber 
backing disc 
8” Lambswool Bonnet for 
use on above 





SIDE HANDLE Part 7529 









CHUCK AND ARBOR 


Part 9195 1/2” cap. and No. | 
M.T. arbor for Type WD4 and 
TS24. 

Part 6719 5/8” cap. and No. 2 
M.T. arbor for Type WDS5. 

Part 6720 3/4” cap. and No. 2 
M.T. arbor for Type WD6. 

Part 7929 3/4 cap. and No. 3 

M.T. arbor for Type NW8/10. 






REDUCING 
SLEEVE 
Hy. Part 2165 2-1 
14 M.T. for Types 
1 4 WD5 and WD6. 
1 4@ Part2166 3-1 
}@ Part 2167 3-2 











FOR NW8, NWIO ONLY pare 7930 
















HANDLE 


Spade Handle 
Adaptor and screws 





















BREAST PLATE 
Part 2316 

















LB Part225 Drift Key 







EYE BOLT 











































TAPER ASSEMBLY SCREW 
re mene TELESCOPIC Part 7958 Part 0842 
FEED Including screws For NW8/10 
Part 87/9180 SCREW r 
No. | for WD4 and washers. 2” traverse 






Part 1782 (To suspend drill) 


3 1/2” traverse for 
WD series 


Part 87/7490 
No. 2 for WD5 

Part 87/7149 

No. 2 for WD6 










Wolf ELECTRIC DRILLS IN INDUSTRY __ 


The TS24c 1/2” two 
speed drill engaged on 
heavy drilling in cast 
iron. 


The SD4c general duty drill is 
ideal for agricultural repair 
work. 











AS 


PORTABLE DRILLS 


Assembly 
drilling 
with the 
OK3c. 


Boring 3” dia. holes in Portland 
Stone with WDé6c Drill using 
carbide tipped cutter. 


Heavy duty 
structural 
drilling with 
5/8°Morse 
Taper model 
WDS. 
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General maintenance drilling 
with the OK2c. 





Continuous heavy duty drilling on 
ship construction with the WD3c. 




















Wolf 


ELECTRIC TOOLS 


Regd. Trade Mark 


PORTABLE ELECTRIC GRINDERS 


Wolf Portable Grinders Types GQ4 and GQ6 incorporate many important engineering 
refinements such as resilient gear mountings, sealed commutator and switch chambers, etc., 
resulting in an unrivalled capacity for high speed performance under continuously heavy 
load. Two newcomers of unique importance are now added to the range. 

These are the high speed heavy duty 7” and 9” Angle Grinders, Types AG7 and AG9Q, 
expressly designed to exploit the new grinding techniques made possible by the development 
of depressed centre re-inforced grinding disc wheels. Powered by continuously rated 
universal type motors with incomparable speed/torque characteristics, they open up entirely 
new possibilities for increased output at lower cost. 





SECTIONAL VIEW 
OF PORTABLE 
ELECTRIC GRINDER 

TYPE GQ6 


GEARS — Resilient mounting (British Patent No. 632485) 
with helical gears to absorb shock stresses. 


BEARINGS — Heavy duty ball bearings throughout, 
inserted in steel liners integral with castings. 


SWITCH — Double pole, heavy duty positive type 
switch of ample current carrying capacity, totally 
enclosed. 





2| 


COMMUTATOR — Commutator and brush gear 
completely insulated and sealed from motor air flow. 
(British Patent No. 740270). 


ARMATURES — Dynamically balanced to finest 
precision limits. Insulation Flash tested 1250 volts. 


WHEEL GUARD — Heavy gauge steel pressing for 
maximum safety. 








TYPE GQ4 





‘es 4” PORTABLE ELECTRIC HIGH SPEED 
all ball bearing HEAVY DUTY GRINDER 


The Wolf 4” Heavy Duty Portable Grinder Type 
GQ4 has won a unique reputation in foundries 
and metal-working shops throughout the world 
for amazing capacity and high speed perform- 
ance. Powered by a motor of advanced design 
this rugged and compact machine possesses 
endless reserves to withstand the most rigorous 
production line conditions. An outstanding design 


CAPACITY 


Overall Length 
Nett Weight ... 
Gross Weight... 


Spindle Speed running light... 
Spindle Speed on full load 
Watts Input on full load 


feature which makes the GQ4 so popular with 
shift workers is the patented resilient mounting to 
the helical gear of the main grinding wheel 
spindle which absorbs all shock stresses and 
vibration, thus leading to smoother performance 
and important reduction in operator fatigue. A 
specially designed sanding attachment is also 
available for heavy duty belt sanding. 


Grinding Wheels 4” dia. x 3/4’ x 1/2” (101 x 19 x 13 mm.). 
Wire Scratch Brushes and Calico Mops 4” dia. x 1” wide (101 x 25 mm.). 


5000 r.p.m. 
3500 r.p.m. 
775 watts 


Zt iiz 
[2 1/2 Ibs. 
18 Ibs. 





Universal Motors suitable for operation on 100/110, 110/130, 150/160, 200/220 and 220/250 
volts D.C., and single phase A.C. 25/60 cycles. Also for 50 volts to special order. 

Each machine supplied complete with one grinding wheel, ‘‘C’’ spanner and 10 ft. (3.05 m.) 
3-core T.R.S. cable. 


IMPORTANT—Type GQ4 is supplied with an aluminous oxide wheel. This is suitable for 
grinding materials of high tensile strength such as alloy steels, carbon steels, high grade steels, 
etc. For materials of low tensile strength such as cast iron, chilled iron, brass and soft bronze 
a silicon carbide wheel should be used. 
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GQ4 fitted with sanding attachment. 


ACCESSORIES FOR TYPE. GO4 — SEE FAGE 25 











TYPE GQ6 


6” PORTABLE ELECTRIC HIGH SPEED 
all ball bearing HEAVY DUTY GRINDER 


The Wolf Grinder Type GQ6 represents a most 
important advance in portable grinder design, 
performance and efficiency. It is powered by a 
new motor possessing phenomenally high speed / 
torque characteristics and is fitted with a fast 
cutting resinoid bonded wheel. Performance 
statistics of the GQ6—peripheral speed on the 


CAPACITY 


Grinding Wheels 6” dia. x 1” x 5/8” (152 x25 x 16 mm.). 
Wire Scratch Brushes and Calico Mops 6” dia. x 1” (152 x 25 mm.). 


Spindle Speed running light... 
Spindle Speed on full load 
Watts Input on full load 
Overall Length 

Nett Weight ... 

Gross Weight... 


lz 
23 1/2 Ibs. 
31.1/2 Ibs. 


Universal Motors suitable for operation on 100/110, 110/130, 150/160, 200/220 and 220/250 
volts D.C., and single phase A.C. 25/60 cycles. Also for 50 volts to special order. 
Each machine supplied complete with one grinding wheel, strong steel wheel guard, “‘C’’ 


spanner and 10 ft. (3.05 m.) 3-core T.R.S. cable. 


IMPORTANT—The resin bonded grinding wheel supplied as standard fitment to Type GQ6 
is suitable for grinding materials of high tensile strength such as weld flash, carbon, high grade 
and alloy steels. For cast iron, chilled iron, brass, soft bronze and other low tensile materials, 


a silicon carbide resin bonded wheel should be used. 
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5600 r.p.m. 
3850 r.p.m. 
1200 watts 





grinding wheel is 8,800 ft. per minute—reveal an 
increase in the rate of stock removal of 100% over 
comparable machines. Ordinary vitrified grinding 
wheels MUST NOT be fitted to the GQ6. A 
specially designed attachment for adapting the 
machine for heavy duty belt sanding provides a 
light load surface speed of 6,000 ft. per minute. 


GQ6 fitted with sanding attachment. 


ACCESSORIES FOR TYPE GO6 — SEE PAGE 25 
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FLEXIBLE & DIE 
GRINDERS 


GRINDER 


LATHE 


SANDERS 


SAWS AND 
HAMMER 








TYPES AG7, AG9 


7’ & 9’ HEAVY DUTY HIGH SPEED 
all ball bearing PORTABLE ELECTRIC 
ANGLE GRINDERS 








The Wolf AG7 and AG9Y Grinders were the first 
universal machines expressly designed to operate 


Loop handle included for optional use. 
The standard grinding discs provided will 


a a moma 





} 
| 
| 








the depressed centre reinforced type of grinding 
discs at their correct speeds—and maintain these 
speeds under heaviest duty conditions. They are 
powered by new type continuously rated 1.5 
b.h.p. high speed motors. Spindle locking button 
is provided for easy disc changing, also a 
plunger type switch for operational efficiency. 


Capacity 


Overall Length 
Nett Weight ... 
Gross Weight... 


Grinding Discs thickness 


Spindle Speed running light... 
Spindle Speed on full load 
Watts Input on full load 


suit all general requirements in steel, iron.or non- 
ferrous metals. This machine is indispensable for 
all heavy weld dressing work, foundry grinding, 
cutting off risers, etc., cutting off alloy steel rods 
and bars up to 1” dia. Also heavy duty sanding 
for which special high speed backing pads and 
sanding discs are available as accessories. 


TYPE AG7 


7 dia. 178 mm. 


TYPE AG9 


9" dia. 229 mm. 





















3116 to 32 36 to 3/8 

5 mm. to 10 mm. 5 mm. to 10 mm. 
8000 r.p.m. 6000 r.p.m. 
6000 r.p.m. 4650 r.p.m. 
1850 watts 1850 watts 







ya 534 mm. 
23 Ibs. 10.3 kgs. 
27 \bS; 13.1 kgs. 


Universal Motors suitable for operation on 100/110, 110/130, 150/160, 200/220 and 220/250 volts 
D.C. and single phase A.C. 25/60 cycles. Not available for 50 volts. 


Each machine supplied complete with 7” or 9” dia. depressed centre reinforced 3” thick, grinding 


disc wheel, adjustable wheel guard, pin key, 10 ft. (3.05 m.) 3-core T.R.S. cable. 


7” Portable angle grinder Type 
AG7 fitted with loop handle. 
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ACCESSORIES FOR WWoWF portABLE ELECTRIC GRINDERS 


FOR PORTABLE GRINDERS TYPES GQ4 AND GQ6 


WIRE 
SCRATCH 
BRUSHES 


1404 4” dia. x 1” x 1/2” for GQ4 
7520 Clamping Washer for above 
12634 6” dia. x 1” x 5/8” for GQ6 


CALICO 
POLISHING 
MOPS 


Part 2093 4” dia. x 1” for GQ4 
Part 1159 6” dia. x 1” for GQ6 


TAPERED EXTENSION SPINDL 
(for Calico Mops) 


TWIST KNOT 
WIRE 
BRUSHES 


Part 10329 4” dia. for GQ4 
Part 10334 Spacers for above 
Part 12633 6” dia. for GQ6 
Part 12632 Spacers for above 


GRINDING WHEEL DRESSER 
Part 1168 


ES 


- Part 7521 Tapered spindle for GQ4 
Part 12631 Tapered spindle for GQ6 


DEPRESSED CENTRE 
GRINDING DISCS 


Part AG7 

10083 7” x 3/16” thick 
10015 7” x 1/4’ se 
10084 7” x 3/8’ - 
Part AG9 

10085 9” x 3/16” thick 
10016 9” 

10088 9” 


CUT-OFF W 


Metals 
AG7 Part 10523 
AG9 Part 10525 


FLANGES (AG7 and AG9) 


Inner 
Part 10521 


FOR TYPES GQ6, AG7Z 


SUSPENSION SPRING AND CHAIN 
Part 1669 


Silicon Carbide 
AG7 AG9 


HEELS 


HIGH SPEED 


GRINDING 
WHEELS 


Aluminous Silicon 
Oxide Carbide 
Part Part 
GQ4 4” dia. x 3/4” x 1/2” 7357 7409 
GQ6 (Resin Bonded) 


6” dia. x 1” x 5/8” 10356 10357 


ENDLESS BELTS FOR 
SANDING ATTACHMENT 


Cast Iron Steel Wood 


GRIT Silicon Aluminous Aluminous 
Carbide Oxide Oxide 
Part Part Part 


0/80 10812 10815 10818 
1/50 10813 10816 10819 
2/36 10814 10817 10820 


Open Coat 
Alum. Oxide for Wood 
AG7 | AG9Y 


FLEXIBLE BACKING PADS 


Stone 


Part 10524 AG7 
Part 10526 Part 10549 


Outer 
Part 10522 


AND AGS 


AG9 
Part 10550 


HUB WASHER (AG7 and AG9) Part 539 


NUT (AG7 and AG9) Part 10017 











Wol¥F PpoRTABLE ELECTRIC GRINDERS IN INDUSTRY 


# 





TYPES GQ4 AND GQ6 





Preparing metalwork for painting 


with the GQ6 fitted with 
wire brush. 


GQ4 adapted for wire brushing. 








Heavy duty weld dressing with High speed fettling with the Sanding casting with sanding 
the GQ4 Grinder. GQ6 Grinder. attachment fitted to GQ6. 


TYPES AGZ AND AG9 





AG9 angle grinder cleaning up Removing weld flash on 57” melting Heavy duty weld dressing with 
corner weld. pot with AG9 angle grinder. AG7 angle grinder. 
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Wolf 


ELECTRIC TOOLS 


Regd. Trade Mark 


BENCH & PEDESTAL ELECTRIC GRINDERS 


Deservedly the most popular of all machines of their type the Wolf doubled-ended Bench 
and Pedestal Grinders, as described in the following section, owe their success to excellence 
of design, robust construction and enduring reliability. Adequately powered, constant 
speed motors, generous wheel overhang and perfect balance, combine to produce machines 
capable of satisfying, within their respective fields, the most exacting requirements of 
general machine shop or tool room. The motors available cover an unusually wide voltage 
range and are designed to provide the highest operational efficiency. Attention is drawn 
also to a valuable selection of accessories covering Twist Drill Grinding, Wire Brushing 
and Polishing, which greatly extend the usefulness of the standard models. 


FEATURES OF WWolF pDESIGN AND CONSTRUCTION 


MOTORS BEARINGS 
Totally enclosed, intermittent rating. Three phase The nickel chrome molybdenum steel spindles 
motors—squirrel cage induction type. Single are mounted on heavy duty dust sealed ball 
phase motors—capacitor start and run type. bearings. 

SWITCH 
Reliable switches of ample capacity, dust-shrouded FINISH 
and with special features to suit particular voltage Beautifully finished in  hardwearing, grease 
requirements. resistant, synthetic stove enamel. 





Combined Bench Grinder & Polisher. Wolf TG&8 Model 4 Pedestal Grinder Combined Pedestal Grinder TG8 Model 
Ideal for general purpose grinding and installed in Engineering Laboratory. 10 adapted for wire brushing. Satisfies 
light polishing. widest general duty requirements. 
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6” BENCH & PEDESTAL ELECTRIC GRINDERS 


For light general purpose grinding, sharpening Recommended for the smaller type of engineering 
small lathe tools, drills and cutters, etc., this shop, tool room, garage service station and 
sturdy, compact Wolf TG6 Bench Grinder is the maintenance department. The Pedestal Model, so 


ideal machine. Accessories 


for light wire useful where space is at a premium, is equipped 


brushing, buffing and polishing are available. complete as specified for the Bench Model but is 
This can be done conveniently by removing the mounted on a robust cast pedestal with built-in 
grinding wheels and fitting tapered spindles. water pot. 


| 
| 








No load speed A.C., 50 cycles - sae 2950 r.p.m. 

No load speed A.C., 60 cycles _ _ 3540 r.p.m. 

Motor Rating .. wi ve ‘ee 1/4 (0.25) h.p. 
Watts Input on full load 0 as vie 285 watts 

Size of Grinding Wheels _... . | 6 x BR x2 | 152% 16x i3 mm. 
Height to centre of Spindle—Bench Model 7 1/4" 184 mm. 
Height to centre of Spindle—Pedestal Model 37 1/4’ 946 mm. 
Nett weight—Bench Model... a vi 29 Ibs. 15.1 kgs. 
Gross weight—Bench Model - _ 46 Ibs. 20.8 kgs. 
Nett weight—Pedestal Model ai _ 44 1/2 Ibs. 20.2 kgs. 
Gross weight—Pedestal Model _... id 611/2 Ibs. 27.9 kgs. 


Each machine supplied complete with two grinding wheels, wheel guards, adjustable tool rests, 
and 4 ft. (1.21 m.) T.R.S. cable. 


STANDARD WINDINGS. A.C. Single phase, 110/130 volts, 200/220 volts, 230/250 volts. A.C. 
Three phase 400/440 volts. 220/380 volts STAR DELTA (380 v. STAR—220 v. DELTA). Other A.C. 
windings can be supplied to special order. 

PEDESTAL MODEL is equipped complete as specified for the Bench Model but is mounted on a 
robust cast pedestal with built-in water pot. 
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ACCESSORIES FOR TYPE [G6 — SEE PAGE 32 








8” BENCH & PEDESTAL ELECTRIC GRINDERS 


With its powerful constant speed motor, extended 
bearings, generous wheel overhang, fully adjust- 
able tool rests, the Wolf TG8 admirably satisfies 
the exacting requirements of tool room and 
machine shop. Equally successful for general 
shop use, the superior speed and wide wheel- 
face of the various TG8 models will promote 
greater productivity, better work and longer tool 


No load speed A.C., 50 cycles 

No load speed A.C., 60 cycles 

No load speed D.C. ax 

Motor Rating soi ei 

Watts Input on full load ... 

Size of Grinding Wheels... 

Distance between wheels _ a 
Height to centre of Spindle—Bench Models 
Height to centre of Spindle—Pedestal Models... 
Nett weight—Bench Models 

Gross weight—Bench Models 

Nett weight—Pedestal Models ... 

Gross weight—Pedestal Models... 


BS x 7/8’ « Se 
15 1/72 


9 1/4” 

4| 1/16” 
74 Ibs. 
102 Ibs. 

98 1/2 Ibs. 
126 1/2 Ibs. 


Each machine supplied complete with two grinding wheels, one each coarse and fine; wheel guards, 
spark shields, fully adjustable tool rests, and 4 ft. (1.21 m.) T.R.S. cable. 
direct current machines up to 250 volts, the lamps are wired to the motor switch. 
phase machines provision is made to connect to separate lighting supply. 

STANDARD WINDINGS. A.C. Single phase, 110/130 volts, 200/220 volts, 230/250 volts. A.C. 
Three phase 400/440 volts. 220/380 volts STAR DELTA (380 v. STAR—220 v. DELTA). Direct current, 
100/110 volts, 200/220 volts, 230/250 volts. Other windings can be supplied to special order. For direct 
current circuits above 250 volts, a resistance starter is necessary and will be quoted for on application. 


MODEL NUMBERS 
1 Bench Grinder with illuminated eyeshields. 
2 Bench Grinder with plain eyeshields. 
3 Bench Grinder without eyeshields. 
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ACCESSORIES FOR TYPE [G8 — SEE PAGE 32 





4 Pedestal Grinder with illuminated eyeshields. 
5 Pedestal Grinder with plain eyeshields. 
6 Pedestal Grinder without eyeshields. 


life. Pedestals with built-in water pots, also 
efficient Twist Drill Grinding Attachments and 
other accessories are available. By official recom- 
mendation all grinders should be fitted with 
eyeshields. 


Note. — Wheel guards, fitted with dust extractor 
outlets supplied upon request—See accessories. 


2950 r.p.m. 
3540 r.p.m. 
2800 r.p.m. 
|/2° 
600 watts 


(5) h.p. 


203 x 22 x 16 mm. 

394 mm. 
235 mm. 
1.04 m. 

33.5 kgs. 
46.2 kgs. 
44.7 kgs. 
57.4 kgs. 


On single phase and 
On three 


\ SANDERS 





FLEXIBLE & DIE 
GRINDERS 


GRINDER 


LATHE 


NUTSETTER 


MORTISER SCREWDRIVERS 


COMBINED 


SAWS AND 
HAMMER 


TYPE TG8 
i Reke() 





8” BENCH & PEDESTAL ELECTRIC GRINDERS & POLISHERS 


The Wolf TG8 Model 7 offers the complete answer 
to the need for a combined machine for grinding 
and polishing. It is powered by a similar motor 
and incorporates all the refinements of design 
found in the Model 1 Bench Grinder. With the 
useful selection of accessories for wire brushing, 


buffing, etc., this machine is an invaluable general 
purpose tool for light engineering assembly work, 
furniture manufacturing, service depots and 
training establishments. Pedestal model with 
built-in water pot economises valuable space 
and greatly improves general utility. 


2950 r.p.m. 

3540 r.p.m. 

2800 r.p.m. 

1/2, (5) hp. 

600 watts 

203 x 22 x 16 mm. 
230 mm. 
1.04 m. 
30.8 kgs. 
43.5 kgs. 
41.9 kgs. 
64.7 kgs. 


No load speed A.C., 50 cycles 
No load speed A.C., 60 cycle 
No load speed D.C. ... a3 
Motor Rating ... ial 

Watts Input on full load 

Size of Grinding Wheel me nee _ 
Height to centre of Spindle—Bench Models 
Height to centre of Spindle—Pedestal Models 
Nett weight—Bench Models... 

Gross weight—Bench Models 

Nett weight—Pedestal Models 

Gross weight—Pedestal Models 


Sx 7/8 x 5/6 


9-1/16” 
40-7/8" 

68 Ibs. 

96 Ibs. 
92.1/2 (bs. 
120 1/2 Ibs. 





Each machine supplied complete with one grinding wheel; wheel guard, spark shield, fully adjustable 
tool rest, extension spindle, calico mop, and 4 ft. (1.21 m.) T.R.S. cable. On single phase and direct 
current machines up to 250 volts, the lamp is wired to the motor switch. On three phase machines, 
provision is made to connect to separate lighting supply. 

STANDARD WINDINGS. A.C. Single phase, 110/130 volts, 200/220 volts, 230/250 volts. A.C. 
Three phase 400/440 volts. 220/380 volts STAR DELTA (380 v. STAR—220 v. DELTA). Direct current, 
100/110 volts, 200/220 volts, 230/250 volts. Other windings can be supplied to special order. For direct 
current circuits above 250 volts, a resistance starter is necessary and will be quoted for on application. 


MODEL NUMBERS 


7 Bench Grinder Polisher with illuminated 10 Pedestal Grinder Polisher with illuminated 
eyeshield eyeshield. 

8 Bench Grinder Polisher with plain 11 Pedestal Grinder Polisher with plain 
eyeshield. eyeshield. 

9 Bench Grinder Polisher without 12 Pedestal Grinder Polisher without 
eyeshield. eyeshield. 
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TYPE TG8 
Model 13 





8” BENCH & PEDESTAL ELECTRIC POLISHERS 


Itis a tribute to the rugged power, constant speed, 
perfect balance and general excellence of the 
Wolf TG8 motor that these popular polishing and 
buffing machines, introduced in response to an 
insistent demand, stand up so successfully to the 
far greater loads imposed on the motor by work 
of this arduous nature. Even so, these fine 
double-ended polishing units are not intended to 


be used on continuous work of a heavy duty 
nature, nor is it recommended that both spindles 
should be used simultaneously. Invaluable for 
light engineering and assembly production work, 
polishing small plated components, plastics. The 
Pedestal Model—a great advantage where space 
is limited—is equipped as specified for the Bench 
Model but is mounted on a robust cast pedestal. 


No load speed A.C., 50 cycles 2950 r.p.m. 
No load speed A.C., 60 ‘dans 3540 r.p.m. 
No load speed D.C. ... 2800 r.p.m. 
Motor Rating ... 1/72 ()) fp. 
Watts Input on full load 600 watts 
Overall Length of machine and Spindles 23 1/2" 

Height to centre of Spindle—Bench Models... 91/4” 

Height to centre of Spindle—Pedestal Models 44 1/16” 


Nett Weight—Bench Models ai _ 53. Ibs. 
Gross Weight—Bench Models is 81 Ibs. 

Nett Weight—Pedestal Models 77 1/2 \bs. 
Gross Weight—Pedestal Models 105 1/2 Ibs. 





Each machine supplied — with two tapered extension spindles, and 4 ft. (1.2Im.) T.R.S. 
cable. 

STANDARD WINDINGS. A.C. Single phase, 110/130 volts, 200/220 volts, 230/250 volts. 
A.C. Three phase 400/440 volts. 220/380 volts STAR DELTA (380 v. STAR—220 v. DELTA). Direct 
Current, 100/110 volts, 200/220 volts, 230/250 volts. Other windings can be supplied to special order. 
For Direct Current circuits above 250 volts, a resistance starter is necessary and will be quoted for on 
application. 

MODEL NUMBERS 


13 Bench Electric Polisher. 14 Pedestal Electric Polisher. 
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FLEXIBLE & DIE 
GRINDERS 


LATHE 
GRINDER 


bin 


SCREWDRIVE 
NUTSETTER 
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ACCESSORIES FOR WoVF BENCH & PEDESTAL GRINDERS 


FOR TYPE TG6 AND TYPE TG8 


GRINDING 
WHEELS 


For TG6 6” dia. x 5/8” x 1/2” bore 
Part 3114 Fine Part 3115 Coarse 


For TG8 8’ dia. x 7/8” x 5/8” bore 


50 cycles 
Part 8615 Fine Part 8616 Coarse 


60 cycles (resin bonded) 
Part 8617 Fine Part 8618 Coarse 


WHEEL GUARDS Fitted with 
Dust Extractor 
Outlets 


(for TG8 only) 


Part 8892 
Right Hand 


Part 8893 
Left Hand 


EYE SHIELDS 
(for TG8 only) 


Part 5696 
Illuminated Eye- 
shield Assembly 
complete with 
lamps 

Part 5695 
Plain Eyeshield Assembly 





Bench Grinder Type TG8 Model 2—an 
ideal machine for general tool grinding. 





WIRE SHROUDED 


SCRATCH 
BRUSH 


CALICO 


MOP 
(for TG8 


only) 


6” dia. x I” (TG6) 
Flange for use with 
above 


8” dia. x |” (TG8) Part 10600 


TAPERED EXTENSION SPINDLES 


Part 4852 Right Hand (TG6) 
Part 4853 Left Hand (TG6) 
Part 731 Right Hand (TG8) 
Part 732 Left Hand (TG8) 


TWIST DRILL GRINDING ATTACHMENT 


(for TG8 only) 


Part 882 
For Grinding Twist 
Drills 3/8’—1” dia. 


CHUCK AND ARBOR 
ASSEMBLY 


(for TG8 only) 


Part 885] 


ta 3/4” Chuck, Key and 
Arbor 








Dressing wheel of TG8 Grinder with 
Wolf grinding wheel dresser Part 1168. 


32 





CALICO 
POLISHING 


POLISHING MOP 


Part 


8” dia. x |” 1159 6” dia. x I” (TG6) 


GRINDING 
WHEEL DRESSER 





Part 1168 


TOOL TRAY 
(for TG8 only) 


Part 557] 


PEDESTAL ASSEMBLY 


Part 4377 Cast Pedestal with built-in 
Water Pot (TG6) 


Part 5694 Cast Pedestal with built-in 
Water Pot (TG8) 





Lathe tool grinding on Wolf Pedestal 
Grinder Type TG8 Model 4. 





Regd. Trade Mark 


FLEXIBLE SHAFT GRINDER 
AND DIE GRINDER KIT 


The extremely efficient speeds for grinding, polishing and filing provided by the powerful 
motor of the Wolf Two-Speed Flexible Shaft Grinder Type FF2 are smoothly transmitted to 
the precision built tool holder through a flexible shaft of highest quality. 

Speed changing is easy and positive. The motor is swivel mounted both horizon- 
tally and vertically so that the shaft falls naturally into the most convenient working 
position. A full range of accessories is available and will be found adequate for all general 
requirements. 

The Wolf Die Grinder Kit Type DG1, with a Wolf High Speed Grinder as the power 
unit, meets a vital need for a low cost tool to handle the numerous jobs which constantly arise 
in toolroom and maintenance shop. 


FEATURES OF WoW pEsIGN AND CONSTRUCTION 


MOTOR FOR FF2 GEARS 
Heavy duty, -3 h.p. Universal Type motor, Straight cut gears, generated from nickel chrome 
efficiently fan ventilated and fitted with protected molybdenum steel. Checked on Hilger Projection 
double pole switch of ample capacity. Insulation apparatus, also hardened and tempered by high 
flash tested 1500 volts. frequency process. 

FLEXIBLE SHAFT TOOL HOLDER 
Inner member of high quality multi-strand piano Precision built, mounted on heavy duty ball bearings, 
wire, outer casing of specially selected material fitted with 1/4’—6 mm. collet, treated with black 
effectively re-inforced at each end. corrosion-proof process. 

BEARINGS FINISH 
Superior quality heavy duty type ball bearings, Attractively finished in hard-wearing, grease 
fitted to all journals. resistant, synthetic stove enamel. 





The FF2, an ideal tool for use in Polishing mould at high speed Close up view of operator using 
engine reconditioning depots. with the FF2. DG1 fitted with mounted point. 
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Illustration of flexible shaft electric 
Grinder and Polisher with swivel base 
removed for use with motor suspended. 


To suspend motor, unscrew the eyebolt 
located under swivel base, remove 
base and replace eyebolt in position. 
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FLEXIBLE SHAFT ELECTRIC GRINDER 
two speed - two position 


Tool Room engineers, makers of precision equipment, pattern makers, 
and so forth, rightly regard the Wolf FF2 Two-Speed Flexible Shaft 
Grinder as perhaps their finest all round aid to greater output, and 
better craftsmanship. Compact, easily transportable and with a shaft 
of highest quality and extreme flexibility, the FF2 can be used for 
rectifying dies and moulds, etc., without removal from the press. An 
essential tool for all precision equipment manufacturers and pattern 
makers as well as for intricate foundry or weld dressing work. 


SHAFT SPEED 1 


For Grinding and Polishing _ ... sa 11500 r.p.m. 

SHAFT SPEED 2 | 

For Rotary Files and Milling Cutters... 1200 r.p.m. 

Watts Input on full load ~~... o 370 watts 

Maximum size of Grinding Wheel _... 2” x 3/8” 51 x 10 mm. 
Maximum size of Calico Mop ... “4 3” 76 mm. 
Maximum size.of Wire Scratch Brush... 23/4” 70 mm. 
Nett Weight vm - ew 22 Ibs. 9.9 kgs. 
Gross Weight _... sa és sa 231/2 Ibs. 10.5 kgs. 





Universal Motor (.3 H.P.) suitable for operation on 100/110, 110/130, 150/160, 200/220 and 220/250 
volts D.C. and single phase A.C. 25/60 cycles. Also for 50 volts to special order. 


The Ball Bearing Toolholder of the Flexible Shaft is fitted with a |/4’-6 mm. collet. 


Supplied complete with motor mounted on a swivel base and fitted with a Wolf type IOFD flexible 
shaft 4’ 6” in length, 10 ft. (3.05 m.) 3-core T.R.S. cable, arbor with washers and nut, grinding wheel 
2” x 3/8” 
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TYPE DGI 





DIE GRINDER KIT 


This new Die Grinder Kit powered by the famous 
Wolf High Speed Grinder meets a long felt need 
for a handy versatile tool at low cost to tackle the 
numerous jobs in every tool room, machine shop 
and maintenance department. The Wolf DG1 Kit 
provides an efficient method for grinding down 
contours, correcting inaccuracies in dies, light 
profile grinding, retouching taps, cutters and 


The Wolf High Speed Grinder Type DG1 complete with 10 ft. (3.05 m.) 


3-core T.R.S. cable. 
1—Mounted Point each: Part 1321, 
1322, 1324, 1325, 2352, 2354. 
1—Grinding Wheel: Part 1114. 
1—Arbor for above: Part 6697. 
41—Fixed Wheel and Arbor : 
Part 1115 and Part 1116. 


Capacity. Grinding Wheels bie to 
Speed running light 


2—Spanners. 


Watts Input on full load - 
Overall Length... a wm 7 3/4" 


Nett Weight wea wo | 5 Ibs. 
Nett Weight of Kit i 10 3/4 Ibs. 
Gross Weight of Kit 


12 1/2 Ibs. 


Universal Motors suitable for operation on 100/110, 110/130, 150/160, 200/220, 220/250 volts 
D.C. and single phase A.C. 25/60 cycles. Also for 32 and 50 volts to special order. 


ACCESSORIES FOR KIT TYPE DGI — SEE PAGES 36 & 37. 


1—Felt Bob each: 
Part 1138 and Part 1139. 
1—Arbor for above: 


1—Strong Steel Carrying Case. 


1 5/8” dia. x 5/16” 
16650 r.p.m. 
270 watts 





forming tools, etc. The accessories listed 
on page 37 have been carefully chosen 
with a view to satisfying general requirements 
but a wider selection including rotary files 
and milling cutters for use on non-ferrous 
metals is given on page 36. 

Larger sizes of grinding wheels, however, are 
not recommended. 


The DG1 Die Grinder—invaluable for 
retouching forming tools, etc. 


Part 6698. 


41 mm. x 8 mm. 


197 mm. 
2.3 kgs. 
4.8 kgs. 
5.6 kgs. 








LATHE 
GRINDER 


\ 
\ 





SANDERS 


A 


SCREWDRIVE 
NIITSETTER 
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FOR TYPE FF2 


COLLET 


Part 

8487 Collet suitable for 
accessories having 1/4” 
or 6 mm. shanks 


GRINDING WHEEL & ARBOR 


Part 
1078 
1114 
6697 


CALICO POLISHING 
MOP & ARBOR 


Part 
1130 3” dia. 
6697. Arbor with Washers and Nut 


2” dia. x 3/8” 
15/8” dia. x 5/16” 
Arbor with Washers and Nut 





CADDY POLISHER 
& ARBOR 
Part 


FINE WIRE SCRATCH 


BRUSH & ARBOR GRINDING WHEEL 


& FIXED ARBOR 


Part 
1115 1 1/4” dia. x 1/4” 
1116 1” dia. x 1/4” 


Part 

1131 23/4’ dia. 

6699 Arbor with Washers, Nut 
and Bush 


(Rubber) 2 1/8’ 
dia. x 1/2” 

Arbor with 
Washers and Nut 





FOR TYPE FF2—ROTARY FILES 


Supplied in 2 cuts — Coarse and Fine Illustrations are half size 


WFEII 


WF2i 


WES3I 


WF4I 


Part 4478 
Part 4479 


Part 4480 


Part 448] 


Part 4482 
Part 4483 


Part 4484 
Part 4485 


Coarse 
Fine 


Coarse 


Coarse 
Fine 


WF7I 


WFSI 


Part 4486 
Part 4487 


Part. 4488 
Part 4489 


Part 4490 
Part 4491 


Fine 


EE LBA 


WO SRIRAM LLL EES 


Part 4492 
Part 4493 


Coarse 


Fine 


WFEIOI 


Part 4496 
Part 44 


Part 4510 
Part 451 


Part 4498 
Part 449 


Part 4495 


Coarse 


Fine 


Coarse 


Fine 


Coarse 


Fine 


FOR TYPE FF2—ROTARY MILLING CUTTERS 


ea 


WA4 Part 2230 Arbor for 
WEF 201, 211, 221, 231 





Supplied in 2 Cuts—Coarse and Medium Illustrations are half size 


Part 6674 
Part 6673 


M23 Part 6682 


Part 6681 


M30 = Part 6690 


Part 6689 


Coarse 
Medium 


Coarse 
Medium 


Coarse 
Medium 


Coarse MIg9 


Medium 


Part 6666 
Part 6665 
SVE RTCM Sree 


MII 





MI5 


MI6 


M17 


Part 6668 


Part 6667 


Part 6670 
Part 6669 


Part 6672 
Part 6671 


Coarse 
Medium 


Coarse 
Medium 


Coarse 
Medium 


M20 


M2! 


Part 6676 
Part 6675 


Part 6678 
Part 6677 


Part 6680 
Part 6679 


Coarse 
Medium 


ee 


Coarse 


Coarse 
Medium 
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M24 


M27 


M28 


Part 6684 
Part 6683 


Part 6686 
Part 6685 


Part 6688 
Part 6687 


Coarse 
Medium 


Coarse 
Medium 


Coarse 
Medium 


M88 


M33 


M31 


Part 6696 


Part 6695 


Part 6694 
Part 6693 


Part 6692 
Part 6691 


Coarse 
Medium 


Coarse 
Medium 


Coarse 
Medium 








ACCESSORIES 
FOR Wolf FLexIBLE SHAFT GRINDER & DIE GRINDER 


WA3 
Part 1112 
Arbor for Part Nos. 1132 to 1137 


WA2 


| pia Part 6698 J 
WPI WP2 WP3 WP4 WP5 WP6 WP7 WP8 Arbor with Washers and Nut 


Part 1132 Part 1133 Part 1134 Part 1135 Part 1136 Part 1137 Part 1138 Part 1139 for Part Nos. 1138 and 1139 





WG5 WG8 | WGII: WGI4 a 
Part 1321 ia Part 1324 — Part 1124 — Part 1127 wo 
WG6 WG9 . WGI2 | WGI5 ss 
Part 1322 , Part 1325 | Part 2352 8 Part 2353 Bente 
; . babel 
WG7 “Sine WGIO0 WGI6 4 
Part 1323 Part 1326 Part 1126 - Part 2354 | * 


5 
: 
: 


JTSETTER 


WG2 


Z Part ro 
;~ 1114 | 5/8” dia. x = Part 
WA2 5/16" 1115 1 1/4” dia. x 1/4” 


WP7 Part 6698 6697 Arbor with © ie  LI16 1” dia. x 1/4” 
Part 1138 Arbor with Washers and Washers Ewes 


WP8 Nut for Part Nos. 1138 and Nut 
Part 1139 and 1139 








Correcting a machine tool component Dressing inside a rear gudgeon of 75 ton trailer 
with the DGI Die Grinder. with the FF2 Flexible Shaft Grinder 


_ 
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ELECTRIC TOOLS 
Regd. Trade Mark 


PRECISION LATHE GRINDER 


Precision Grinding of utmost accuracy can be performed with the Wolf Lathe Grinder 


Type GL3 which is designed for production grinding as well as tool room or machine shop 
work. To ensure enduring accuracy, separate grinding quills are provided for external 
and internal grinding work. Another design refinement is the sensitive belt adjustment 
providing vibrationless transmission of power from the dynamically balanced motor to the 
ball bearing grinding spindles. Wherever spare machine tool capacity exists there is 
scope for the profitable employment of this versatile tool. It can be readily mounted on 
any normal 6” or 8” lathe or miller, shaper, planer, etc. Perfect results, of course, are 
dependent upon the accuracy of the machine on which the grinder is used. 


FEATURES OF Wolf DESIGN AND CONSTRUCTION 


MOTOR CASTINGS 
Heavy Duty, ample capacity universal type all ball Main frame—close grained cast iron of great 
bearing motor efficiently fan ventilated and fitted strength, incorporates belt tension device. Finished 
with double pole protected switch. in attractive red synthetic stove enamel. 


GRINDING QUILLS 


ARMATURE Of highest quality alloy steel. Treated with black 
| corrosion proof process. Mounted on four adjust- 
able ball bearing journals. External and internal 
quills interchanged by loosening hexagon bolt in 
main frame. 


Dynamically balanced to 16 milligram centimetres 
by latest electronic methods, a degree of accuracy 
otherwise unobtainable. 


WHEEL GUARDS 


INSULATION External grinding. wheel protected by strong malle- 
Armature windings of enamelled and double silk able iron guard to which dial gauge or cutter 
covered copper wire—field windings enamelled grinding finger may be fixed if desired. Belt 
copper wire. Varnish impregnated and oven guard is of heavy gauge sheet steel and finished 
baked. Flash tested 1500 volts. in red synthetic enamel. 
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TYPE GL3 






re 
28 
mic 
= 
3’ PRECISION all ball bearing 3 
LATHE GRINDER ° 
Adaptable 
ae 
for There are endless opportunities for the profitable use of the Wolf eet St 
GL3 Precision Lathe Grinder in the tool room and machine shop. = 
EXTERNAL Any normal 6” to 8” lathe in good condition can be adapted instantly os 
and for grinding to closest precision limits. Utilising spare machine tool az 
capacity, the GL3 promotes better workmanship, lower production e 
INTERNAL costs and all-round efficiency. Typical applications—trueing lathe a 
GRINDING centres and chuck jaws, grinding hardened bushes, plug gauges, 38 3 
blanking dies. Sharpening milling cutters and reamers. | a8 
8 
sameegee eee 
GL3 fitted with internal Spindle Speed for external grinding ... ti on 8000 r.p.m. 
grinding quill. Spindle Speed for internal grinding ...  ... + 20000 r.p.m. 2h 
— Watts Input on full load a wes _ se 495 watts <= 
Diameter of Motor Pulley for external grinding ... 1” dia. == 
Diameter of Motor Pulley for internal grinding ... 2 15/16” dia. a 
Diameter of Spindle Pulley — ... whe sat = 1 3/4” dia. | 
Overlap of 3” grinding wheel beyond spindle a 19/32” ) 
Nett Weight i x 298 ox si _ 18 Ibs. | 8.1 kgs. 
Gross Weight _... ie ied pe in Hs Zz) ibs. | Vo kgs. 





MOTOR. 0.4H.P. universal motor, suitable for operation on 100/110, 110/130, 150/160, 200/220, 
220/250 volts D.C. and single phase A.C. 25/60 cycles. Also for 50 volts to special order. 


For internal grinding a large pulley is fitted to the motor (see Accessories for internal grinding). 
Each machine supplied complete with 6 ft. (1.8 m.) of 3-core T.R.S. cable, driving belt, belt guard, | 
grinding wheel guard, grinding wheel 3” x 1/2” x 14 mm., and one diamond grinding wheel 
dresser. 

IMPORTANT. Type GL3 is supplied with an aluminous oxide grinding wheel grade A60M 

5VBE, suitable for grinding materials of high tensile strength, such as alloy steels, carbon steels, 

high grade steels, etc. For materials of low tensile strength such as cast iron, brass, soft bronze 

and cemented carbides, a silicon carbide wheel should be used. 
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ACCESSORIES FOR TYPES GL3 — SEE PAGE 40 
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ACCESSORIES FOR WOoVF PRECISION LATHE GRINDER 


INTERNAL GRINDING ADDITIONAL 
ATTACHMENT ACCESSORIES 


This attachment is offered for internal precision 
grinding to a depth of 3'1/4” with grinding 
wheels |” x 1/4” maximum diameter and 3/4” 
x 1/4” minimum diameter. 


win RN PAN 


Part 7690 Each set of accessories comprises :— GRINDING WHEEL DRESSER ASSEMBLY 
Part 1713 


INTERNAL GRINDING QUILL 
Part 4905 


(Complete with one each Grinding Wheel Parts 1308, 1309, 
Driving Belt and Pulley as below). 


EXTERNAL GRINDING INTERNAL GRINDING 
WHEEL WHEELS 


DRIVING BELT MOTOR PULLEY Part 4907 3” x 1/2” x 14 mm. Part 1308 3/4” x 1/4” x 1/4’ 
Part 7017 Part 1941 Part 1309 1” x 1/4” x 1/4” 








ex > 


Typical tool room job for the 
GL3 external grinder. 


GL3 adapted for internal grinding 


in the production shop. 








Grinding hardened steel ring to Finish grinding machinery Wheel dressing with GL3 diamond 
precision limits. component with GL3. —the secret of good results. 
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TYPE OR37 





= 
=) 
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‘ & | = 
FAS 
A 
mer C/@ Ph Peseta £1? ee = 2 
High Finish ORBITAL SANDER 
a 
a2 
rH xo) 
a5 
== 
S 
(aneeertee 
Size of Pad ... ion al an ae x7F 92 mm. x 181 mm. 
Diameter of Orbit a - si 6mm. es 
Platen Orbits on light load na sah 4400 =u 
Platen Orbits on normal load __... wes 3680 v= 
Watts Input on normal load iii vi 210 watts == 
Overall Length including grip ~ = Ey 
Overall Width -_ sip _ 44” 
Overall Height = vais xa ss re 
Nett Weight biti i si zai 7 |bs. 3 ozs. 





Universal Motor suitable for operation on 100/110, 110/130, 150/160, 200/220 and 220/250 volts 
D.C. and single phase A.C. 25/60 cycles. Also for 32 and 50 volts to special‘order. 





BY APPOINTMENT 


TO MER MAJESTY THE QUEEN Each machine supplied complete with 10 ft. (3:05 m.) 3-core T.R.S. cable, sponge rubber pad, 


SUPPLIERS OF ELECTRICAL EQUIPMENT 


WOLF ELECTRIC TOOLS LiniTED hexagon key for pad removal, 6 sheets Aluminous Oxide Open Coat paper—two each 60, 100 and 
150 grit. 





EQUIPMENT 


SPECIFICATIONS SUBJECT TO ALTERATIONS WITHOUT NOTICE. 


GARAGE 








x g Nats 






HIGH FINISH ORBITAL SANDER TYPE OR37 


The Wolf ‘‘SANDSWIFT”’ is a robust finishing sander designed 
to give absolute reliability and power-packed performance 
for continuous operation on such varied work as furniture, 
boats, caravans, window and door frames and shopfitting. 
Weighing only 7 lbs. 3 ozs., yet ruggedly built, the Wolf 
‘““SANDSWIFT”’ incorporates the benefit of intensive research 
and painstaking design to make it a sander of incomparable 
efficiency—cutting costs and giving you a finer finish than 
ever before. 


“SANDSWIFT’’ with these six custom-built features 


Less weight—less fatigue ‘‘“SANDSWIFT’’ ruggedness and high performance 
in continuous use are complemented by low weight—lessening fatigue for 
the operator and giving faster, easier work. 


Continuously rated motor based on the design features of the proved and 
ever-popular Wolf power unit for absolute reliability and peak performance. 


Fine limit sanding The ‘“SANDSWIFT’’ is 
designed to operate up to 7” of work edges with- ) 
out damage to surrounding surfaces. The same ‘ 
design feature allows you to rest the machine 

safely on its side, immediately after switching off, CN 
while the pad slows to stop. ott 






ELECTRIC TOOLS 


Regd. Trade Mark 


Quick-change sanding sheets The positive -action 
paper locking mechanism of the ‘‘SANDSWIFT”’ 
makes removal and replacement of sanding sheets 
fast and simple. The mechanism is of the sprocket 
type, screwdriver tightened, to allow adjustment 
of tension and give a constant firm grip on the 


paper. 


Preferred pad size 33”x 7}” The size preferred 
by a high percentage of orbital sander operators. 
The orbit of the ‘“‘“SANDSWIFT’’—the largest of 
any British sander—covers a greater working 
area in less time. The sponge rubber pad sup- 
plied as standard equipment conforms to all but 
the sharpest curves. 


Equipment The ‘“‘SANDSWIFT”’ is supplied with 
a range of standard equipment to which can be 
added further accessories for specific application. 


ACCESSORIES 


LAMBSWOOL PAD SANDING SHEETS 





Part 14322 Pkt. of 6 Assorted. 


Part 14323 Pkt. of 12 Coarse 60 grit 
Part 14324 Pkt. of 12 Medium 100 grit 


Part 14334. For polishing metal, cellulose, 
etc. Part 14325 Pkt. of 12 Fine 150 grit 








Fitted with sandscreens, for de-rusting 
and burnishing metal. 







Lin 

Final sanding of a 
window frame 
assembly 


( 


The ‘“SANDSWIFT”’ 
with sponge rubber 
pad smoothing base 
of newel post. 


DOUBLE SIDED SAND— 
SCREENS 





Part 14331 Pkt. of 6 Assorted, 
for metal finishing, paint work, etc. 


Wolf THE FINEST ELECTREGC TOOUCS IN THe WOR D 











‘ 


oN) 
Wolf 
ELECTRIC TOOLS 


Regd. Trade Mark 


PORTABLE ELECTRIC SANDERS 


Portable electric Sanders, within comparatively recent years, have rapidly become tools 
of foremost importance in Industry. This doubtless is attributable to developments in welding 
technique, the great expansion in sheet metal fabrication work and the general trends of 
building design and construction. The two types of disc Sander, and a portable 
Belt Sander, Type BS3, described in the following pages, will be found to satisfy the most 
varied needs. As with all machines for abrasive work, the ability to maintain maximum 
speed under continuous heavy duty conditions is a primary essential. These splendid Wolf 
Sanders possess all the speed and power you need, combined with dependability, perfect 
balance and effortless control. 





SECTIONAL VIEW 
OF PORTABLE > 
ELECTRIC SANDER 


TYPE HS7Z 

SPIRAL BEVEL GEARS—Precision cut for smooth BEARINGS—Heavy duty ball bearings throughout, 
operation at high speeds. Made from alloy steel, inserted in steel liners integral with castings. Sealed 
high frequency heat treated. bearing on armature shaft. 

SWITCH—Double pole. Ample current carrying VENTILATING FAN—Specially designed, high effi- 
capacity combined with utmost simplicity and ciency, multi-bladed fan provides ample cooling air 
dependability. All parts replaceable. to ventilate motor. 

SANDING PAD—Strong moulded rubber, centre hub CASTINGS—High tensile aluminium alloy, stream-styled 


bonded into position for maximum safety. contours. Polychromatic stove enamelled finish. 








Both in general design and speed, the Wolf VSM 
Sander possesses, in certain conditions, distinct 
advantages over other models. Itis a firm favour- 
ite in the building trades for flooring and stone 
dressing work, etc., and in the finishing shops of 
coachbuilders. The strong flexible rubber 
Wolf Portable Electric Sander 


Type VSM fitted with 4” cup 
wire brush. (See Specification). 


Overall Length 
Nett Weight 
Gross Weight 


Size of Sanding Disc 

Size of Cup Wire Brush 
Size of Cup Grinding Wheel 
Spindle Speed running light 
Spindle Speed on full load 
Watts Input on full load 


7’ PORTABLE all ball bearing 
ELECTRIC SANDER 





sanding head ensures the accurate dressing of 
flat or curved surfaces. The cup grinding wheel 
and cup wire brush are invaluable accessories 
for this most versatile machine. A wide selection 
of fibre-backed sanding discs of varying types 
and grades is always available. 


SPECIFICATION TYPE VSM 


7” Gia. 178 mm. 
A x te 101 x 13 mm. 
4" x 11/2” x 3/4” 101 x 38x 19 mm. 
2400 r.p.m. 
1400 r.p.m. 


495 watts 
91/4” Ser Oe ©2295 “mime i 
12 Ibs. ibs 5.4 kgs. 
131/72 fos.” 4°) yO Res. 





Universal Motors suitable for operation on 100/110, 110/130, 150/160, 200/220, 
220/250 volts D.C. and single phase A.C. 25/60 cycles. Also for 50 volts to special 
order. 


Each machine supplied complete with 10 ft. (3.05 m.) 3-core T.R.S. cable, 7"flexible 
backing disc, one sanding disc, combined spanner and pin key. 
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ae ACCESSORIES FOR TYPE VSM--SEE PAGE 45 
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TYPE HS7 





7’ HEAVY DUTY 
all ball bearing HORIZONTAL 
PORTABLE ELECTRIC SANDER 


q 


bevel gears, foolproof switch housed in sealed 
chamber and strong moulded rubber sanding 
head. Perfect balance and easy control of the 
The Wolf Heavy Duty Sander Type HS7 designed HS7 enable greater output and better workman- 
expressly for continuous production service, ship to be achieved at lower cost and less fatigue. 


SCREWDRIVERS 
NUTSETTER 


a 
possesses endless power reserves for maintain- The cup grinding wheel and wire cup brush z 
ing fast cutting speed under heavy load. Out- greatly increase the usefulness of this versatile = 
=) 
YU 


standing features are, precision mounted spiral machine. 


Sander Type HS7 fitted with 4” cup 
grinding wheel. (See specification). 





aoc 

= 
Size of Sanding Disc... ww 7” dia. 178 mm. <= 
Size of Cup Wire Brush = si 2% 12 127 x 13 mm. == 
Size of Cup Grinding Wheel ... .. | © 112 x 3/6 | 101 x 36 x 19 mm. i 
Spindle Speed running light... itm 4200 r.p.m. | 
Spindle Speed on full load... - 2600 r.p.m. 
Watts Input on full load mitt 775 watts 
Overall Length i "dan | de 17 1/2” | aa 
Nett Weight ... 0. eae 12 Ibs. ag) 
Gross Weight _... ss -_ see 17 Ibs. 2 | 

=z 

Universal Motors suitable for operation on 100/110, 110/130, 150/160, 200/220 and Hua | 
220/250 volts D.C. and single phase A.C. 25/60 cycles. Also for 50 volts to special | 25 | 
order. Lom 





Each machine supplied complete with 10 ft. (3.05 m.) 3-core T.R.S. cable, 7” flexible 
backing disc, one sanding disc, combined spanner and pin key. 
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ACCESSORIES FOR TYPES HS7 — SEE PAGE 45 











‘SAND-EASI’ 3” PORTABLE ball bearing 


TYPE BS3 





ELECTRIC BELT SANDER 


The specially designed motor of the Sander 
Type BS3 provides abundant power for con- 
tinuous usage. Transmission is gear driven 
throughout. A built-in dust extracting system is 
operated by separate fan on the driving motor, 
collection being made from the rear of belt thus 
keeping work clear of dust. Operational effi- 


ciency is aided by perfect balance and the 


Belt Sander Kit—ample room in 
steel case for accessories. 


Size of Belt .. 


Overall Height 
Overall Width 
Nett Weight 
Gross Weight 


sanding belt. 





ACCESSORIES FOR. TYPES: 853 








Belt Speed per minute on light load 
Watts Input on full load - 
Overall Length without Dust Bag 
Overall Length with Dust Bag 


extreme simplicity of all adjustments. Control 


switch is of momentary type. 


This heavy duty compact machine offers 
unique advantages in speed, accuracy and per- 
fect finish. It is the ideal time and labour saving 
tool’ for joinery works, flooring contractors, 


shopfitters, carpenters, masons, etc. 


SPECIFICATION TYPE BS3 


3” x 24” |76x 609 mm. 
1200 ft. 366 m. 

775 watts 
13 5/8” 346 mm. 
22 3/8” 568 mm. 
225 mm. 
124 mm. 
8.5 kgs. 
14.4 kgs. 


8 7/8” 
47/8” 
19 Ibs. 
32 Ibs. 





Universal Motors suitable for operation on 100/110, 110/130, 150/160, 200/220, 220/250 volts D.C. 
and single phase A.C. 25/60 cycles. 


Also for 50 volts to special order. 


Each machine supplied complete with dust bag, 15 ft. (4.57 m.) 3-core T.R.S. cable and one garnet 
Belt Sander Kit comprises BS3 Sander complete as above, |2 garnet sanding belts— 
four each fine, medium and coarse; strong steel carrying case. 
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SEE PAGE 45 


RE-INFORCED P RE-INFORCED ABRASIVE DISC WHEELS AND GUARD 
SANDING (for HS7 only) 7” dia. x 3/16” x 7/8” bore 
DISCS 


10083 Re-inforced abrasive disc for steel, 
cast iron and non-ferrous metals 


9470 Guard Assembly 


9563 Inner Flange and Nut Assembly 
(Patent No. 743082) 


7” dia. — 178 mm. 


Silicon Carbide— Aluminous 


CUP WIRE BRUSHES 
Part 7534 4” dia. — 101 mm. 
(VSM) Light Duty 
Part 8622 5” dia. — 127 mm. 
(HS7) Light Duty 
Part 10693 5” dia. - 127 mm. 
(HS7) Heavy Duty 


Garnet— 


for iron, bronze Oxide— far Waed 


and stone, etc. for steel 





RUBBER BACKING 
DISC 


Part 2360 
LAMBSWOOL POLISHING 7” dia. — 178 mm. 
CUP GRINDING WHEEL | BONNET 0 de 
AND WHEEL GUARD 
Part 780 = 8” dia. 


Part 7532 24 (Not recommended for cellulose 
4” x 11/2” x 3/4’-101 x 38 polishing) 


x 19 mm. (Aluminous 
Oxide for use on steel) 


Part 7533 


4° x 11/2” x 3/4’-101 x 38 ADAPTOR ASSEMBLY FOR 
x 19 mm. (Silicon Car- CUP GRINDING WHEEL 
bide for use on cast 
iron) 7531 Nut for fixing Grind- ee 
ing Wheel. FELT 
Part 9002 7530 Outer Flangeforfixing | RUBBING PAD 
Cup Wheel Guard xe) in aa - Part 597 
Assembl nner Flange for fixing ar” ae 
r Grinding Wheel Ss | 7” dia. — 178 mm. 





FOR TYPE BS3 


FELT PAD FELT POLISHING BELTS 


SANDING BELTS 





‘ Gecko tor Aluminous Garnet— 
iron, bronze — I for wood 
Part 12921 , and stone, etc. | — Or stee 
Fitted to base of machine pina Fine 3/0/120| Part 9121 | Part 9122 | Part 9120 
forsandingslightly curved For use with polishing compounds Medium 1/2/60} Part 9124 Part 9125 Part 9123 
surfaces on stainless steel, marble, etc, Coarse 21/2/30} Part 9127 Part 9128 Part 9126 
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Wolf poRTABLE ELECTRIC SANDERS IN INDUSTRY 





Production sanding 
with the VSM. 





Aine Blade Sharpening with the HS7—the 
. ideal tool for farming workshops. ‘Te brug 8 


Frame sanding the ideal way in joiner’s 
shop with the BS3 Sander. perfect tool for precision sanding. 


46 


The BS3 Belt Sander in bronze foundry—the 
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ELECTRIC TOOLS 


Regd. Trade Mark 


PORTABLE ELECTRIC SCREWDRIVERS 


One of the most successful operations for which electric tools have been applied is that 
of repetition screwdriving. The Wolf Screwdrivers Types QMS and NWSI, unique amongst 
tools of this class for speed, accuracy and ease of handling, are incredibly efficient aids 
to higher output, better workmanship and lower costs—frequently resulting in a tenfold 
improvement over previous hand methods. They have a sensitive adjustable clutch of 
special design which enables screws of widely varying sizes to be driven to correct depth 
and without damage to screw head or work surfaces. A reversing switch is fitted to 
Type NWS1. Both machines are standard equipment in furniture, joinery, aircraft and 
coach construction works, also with prefabricated building manufacturers. The QMS is 
ideal for mass assembly of electrical equipment and for driving self-tapping or metal 
thread screws. 








SECTIONAL VIEW 
OF PORTABLE 





ELECTRIC SCREWDRIVER 
TYPE QMS 
ADJUSTABLE CLUTCH — Gives sensitive adjustment ARMATURE — Dynamically balanced to finest pre- 
for varying sizes of screws and types of wood. cision limits. Insulation Flash tested 1250 volts. 


BITS — Made from finest alloy chisel steel, hardened 
and tempered. Quickly inserted and detached 
from machine. | 

BEARINGS — Heavy duty ball bearings throughout— CASTINGS — High tensile aluminium alloy attractively 

_ Armature bearings inserted in steel liners. finished in polychromatic stove enamel. 


SWITCH — Double pole of ample capacity and fitted 
with retaining button. 
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Adjusting clutch on screwdriver. 





TYPE QMS 


LIGHTWEIGHT PORTABLE 
all ball bearing 
ELECTRIC SCREWDRIVER 


Not only does this powerful, speedy, yet lightweight electric Screwdriver 
possess astonishing productive capacity but wherever installed it con- 
tributes to better workmanship and less fatigue. The sensitive type 


clutch, adjustable over an extremely wide tension, enables different 


sizes of wood, metal thread or self-tapping screws to be driven with 
unvarying accuracy without risk of over-running or damage to work. 
The guide sleeve automatically locates the screwdriver bit in the screw 
slot. Special bits are available for driving Phillips type screws. 

The ideal machine for radio and furniture factories, aircraft, 
coachbuilding and joinery works; also for mass assembly of cookers, 
refrigerators, electrical switchgear, etc. 


SPECIFICATION TYPE QMS 


Spindle Speed running light _ _ sic - 1000 r.p.m. 
Spindle Speed on full load i ie - sie 600 r.p.m. 
Watts Input on full load ... or _ ax = 200 watts 
Overall Length with Bit in position _... mi ijz 292 mm. 
Distance from centre of spindle to outer casing at 15/16” 24 mm. 
Nett Weight _ - ~ re re ~ 4 Ibs. 1.8 kgs. 


Gross Weight si ri ov a _ - 6 Ibs. 2.7 kgs. 





CAPACITY. The QMS Screwdriver will drive wood screws from No. 4 to No. 12, the maximum 
length and size of screw depending on the type of wood to be used and whether or not clearance 
holes for the shank of the screw have been drilled. 


Providing a clearance hole has been drilled the QMS Screwdriver will drive up to1 1/2”x 12 screws 
in Deal and11/4”"x10 in Oak. Capacity for self-tapping screws: up to No. 12 ‘‘Z’’ type in 14 
gauge steel. 


Universal Motors suitable for operation on 100/110, 110/130, 150/160, 200/220 and 220/250 volts 
D.C. and single phase A.C. 25/60 cycles. Also for 50 volts to special order. 


Each machine supplied complete with clutch adjusting key, 10 ft. (3.05 m.) 3-core T.R.S. cable 
and No. 8 screwdriving bit and guide. 
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ACCESSORIES FOR TYPE QMS—SEE PAGE 50 














Lp 4 
NWSI 





NWTI 





HEAVY DUTY all ball bearing 
ELECTRIC SCREWDRIVER (NWS1) 
and NUTSETTER (NWT1) 






clutch, adjustable to suit a wide range of screws, 
ensures against over-running, burring of screw 
heads and damage to work surfaces. The 
screwdriver bit automatically finds the screw 
slot and idles until pressure is applied. Reversing 
Switch enables screws to be extracted with equal 
facility. 

For driving metal thread nuts, set screws, 





The Wolf Type NWS1 Screwdriver is an in- 
valuable aid to higher output wherever heavy 





d 7 etc., the Wolf heavy duty Nutsetter Type NWT1 is 2 
duty, repetition screwdriving is involved. These recommended. It is fitted with a specially 2m 
machines drive every screw correctly to a pre- designed positive type clutch which by impact s~ 





set tension at extremely high speed. A sensitive action drives work home to full tightness. 





Spindle Speed running light 
Spindle Speed on full load 
Watts Input on full load -— 


Furniture making with NWS1 


HAMMER 


530 r.p.m. 
290 r.p.m. 
280 watts 





SAWS AND 


Overall Length with Bit in position as 
Distance from centre of spindle to outer casing 
Nett Weight se 

Gross Weight 


457 mm. 
38 mm. 
3.7 kgs. 
4.6 kgs. 


10 1/4 Ibs. 





CAPACITY (NWSI). Suitable for wood screws from No. 4 to No. 16. Maximum length of 
screws depends on class of wood used and whether or not clearance or pilot holes are drilled. 
There is abundant power for driving 4” x 14 or 2 1/2” x 16 screws in oak provided correct pilot holes 
are made. Capacity for self tapping screws: up to No. 14, ‘‘Z’’ type, in 5 gauge steel. 






- 

CAPACITY (NWTI). Will drive to final tightness hexagon metal thread screws and nuts up = 
to 3/8” Whitworth. ta 2 
<5 

Universal Motors suitable for operation on 100/110, 110/130, 150/160, 200/220 and 220/250 volts D.C. = oO 
and single phase A.C. 25/60 cycles. Also for 32 and 50 volts to special order. ow 


Each machine supplied complete with 10 ft. (3.05 m.) 3-core T.R.S. cable and reverse plug. The 
NWSI Screwdriver has a clutch adjusting key, No. 12 screwdriving bit and guide sleeve and the 
NWTI Nutsetter has a 3” extension piece and a 5/16” Whitworth hexagon socket. = | = (505 _ 
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ACCESSORIES FOR TYPES NWSI NWTI — SEE PAGE 50 
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FOR TYPE QMS 


BITS AND GUIDE SLEEVES 


PART 


5272/68 No. 4 Bit and Guide Sleeve 


5273/69 No. 6 
5274/70 No. 8 
5271/67 No. 10 
6284/85 No. 12 


FOR TYPE NWSI 


BITS AND GUIDE 9464 No. 
SLEEVES 3822 No. 

3823 No. 

3824 No. 

3825 No. 

3826 No. 

6596 No. 


ACCESSORIES FOR 
Wolf porTABLE ELECTRIC SCREWDRIVERS AND NUTSETTER | 


BITS ONLY 


PART 
5272 
5273 
5274 
5271 
6284 


GUIDE SLEEVES ONLY 


PART 
5268 
5269 
5270 
5267 
6285 


No. 
No. 
No. 
No. 
No. 


No. 
No. 
No. 
No. 
No. 


4 Bit and Guide Sleeve 


6 
8 
10 
12 
14 
16 


4 Bit 


BITS FOR PHILLIPS HEAD SCREWS 


PART 


4 Guide Sleeve 
6 
8 
10 
12 


Part 5279 
Part 5280 
Part 5281 


BITS FOR 
PHILLIPS HEAD 
SCREWS 


5275 Phillips No. | Bit 


for Screws up to No. 4 
5276 Phillips No. 2 Bit 
for Screws Nos. 5-10 


Part 3830 


Part 3831 


HEXAGON SOCKETS 


2BA 
3BA 
4BA 





No. 2 Phillips Bit for counter- 
sunk, round, cheese and fillister 
heads Nos. 5-10. 


No. 3 Phillips Bit for counter- 
sunk, round, cheese and fillister 
heads Nos. I 1-16. 





FOR TYPE NWT 


SQUARE SOCKETS 


SOCKETS 


Size across Size Whit. Size Whic. 
Flats Nuts Set Screws 


3/16” 
7/32” 
1/4” & 9/32” 
5/16” 


SQUARE PLUGS 
PART SIZE ACROSS FLATS 
1192 
1193 
1194 
1195 
1196 


Part 
7/16” 


Piece. 





Speeding production in the joiners’ 
shop with the QMS. 


5/16” 
3/8” 
7/16" 
1/2” 


SCREWDRIVER 
SOCKET BIT 


1190 Size of blade 


x 1/16” (ILI x 1.6 


mm.) For use with Extension 


Part 2386. 


HEXAGON SOCKETS 


Size across 
flats 
in inches 


Part No. 


7/16” 
448” 
1/2” 
525” 
9/16” 
19/32” 
600” 
625” 
11/16” 
710’ 


Driving thousands of screws per ale 
with QMS in “‘prefab’’ works. 
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EXTENSION 
PIECE 


SIZE OF NUTS 


3/16” 
1/4” 


5/16” 


3/8” 





| /4” PART 

— i] a 2386 6” (152.4 mm.) 
5/16”| 1/4” overall length 
3/8” 


5/16” 
= FEMALE 
COUPLING 


Part 118] 
1 1/16” (27 mm.) 
overall length 


7/16"| — 
__ 3/8” 





The QMS puts speed and efficiency 
into boat building. 











COMBINED MORTISER AND DRILL 


The Wolf Combined Mortiser and Drill offers the perfect solution to mortising problems for 
all woodworkers, joinery shops, technical schools, maintenance departments, farmers and 
so forth, whcse requirements scarcely warrant the purchase of an elaborate mortising machine. 
A costly tedious job now becomes a simple, effortless and speedy operation. Capable of 
performance by skilled or unskilled labour. An additional advantage is that the mortiser can 
also be used as a portable drill or sturdy bench drill press. 

A full description of these drilling machines will be found on pages 11, 12 and 13 under 
Types WD3c, WD34c, SD4c and TS24c. 


FEATURES OF WOoFF DESIGN AND CONSTRUCTION 


MOTOR MORTISE STAND 
Power. unit is the new Wolf heavy duty drill type Sturdily constructed throughout. Cast iron base 
WD3c—fitted with extremely powerful continuously and headstock accurately machined. Solid steel 
rated motor, it is the first machine to incorporate a pillar accurate ground finish. Headstock securely 
permanently moulded layer of insulating material holds Drill in position by means of strong chain grip. 
(patented) within the switch handle, thus ensuring Depth of stroke can be regulated by stop setting 
absolute safety. Gears nickel chrome molybdenum at rear of headstock. Yoke and guide rail readily 
steel, high frequency hardened. Double pole switch removable when required for use as normal Drill 
of ample capacity. Insulation flash tested 1500 volts. Press. 

MORTISE ATTACHMENT FINISH 
Substantial high tensile alloy pressing, accurately Drill and mortise attachment—of high tensile alloy 
machined. Secure, positive fixing to Drill body yet attractively finished in durable polychromatic stove 
instantly detachable. Mortise chisel rigidly held in enamel. Stand finished in hardwearing grey syn- 
correct position by set screw. The mortise bit fits thetic stove enamel with exception of machined 
into standard three-jaw chuck. surfaces which are bright finish. 





Cutting 2” x 1/2” mortises in Close up of NM4 being set up for The NM4 can readily be adapted for 
woodwork shop. cutting 2” x 1/2” mortise. use as a 3/8” Bench or Portable Drill. 
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COMBINED ELECTRIC MORTISER 
AND DRILL 


This fast, efficient and easily operated machine Type 
NM4 is powered by a Wolf Heavy Duty Drill Type WD3c. 
. With the standard accessories, mortises up to 1/2” wide 
’ x 4 3/4” deep can be cut in hard or soft wood and by 
repetition cuts the width can be increased up to 3’. 
Speedily converted into drill press or portable drill. 
Attachments are available for converting drills Type 
WD3c, WD34c, SD4c and TS24c with drill stands into 
mortisers. 


For Mortise Slot widths... 


Maximum Depth of Timber 

Depth of Feed 

Maximum Distance from centre of bit 
to back stops 

Base Table area ... 

Overall Height fi 

Drilling capacity in Steel 

Drilling capacity in Hard Wood. 

Spindle Speed running light 

Spindle Speed on full load 

Watts Input on full load 

Nett Weight of Drilling Machine only 

Nett Weight of Complete Unit 

Gross Weight of Complete Unit 





Universal Motors suitable for operation on 100/110, 110/130, 150/160, 200/220, 
220/250 volts D.C. and single phase A.C. 25/60 cycles. Can be supplied for 32 
and 50 volts and will be quoted for on application. 


Each machine supplied complete with 10 ft. (3.05 m.) 3-core T.R.S. cable, 
3/8” 3-jaw keyed chuck, guides, clamp plate, 1/2” hollow mortise chisel, bit 
and holder and one 1/2” sharpening tool. 










MORTISE 








CONVERSION 








ATTACHMENT 
Part 10668 UNIT MORTISE 
Includes chisel Part 10669 STAND 





To adapt ES14 Drill 
Stand into Mortise 
Stand 


holder, 1/2” chisel, 
bit and sharpening 
tool 


Part 10664 












MORTISE DRILLING BITS 
Part 

6273 1/2” Mortise Drilling Bit 
6424 7/16’ ,, ” ” 




























HOLLOW SQUARE 


CHISELS MORTISE CHISEL 


Part SHARPENING TOOLS 

















j 6426 3/8” |. - . : . Part 
Ecole 4 6428 5/16" |. ’ i oo We Chisel 6274 Sharpening tool for 1/2” Chisel 
| | 6430 1/4" |. ” . 6425 3/8" 6524 . 7/16" Chisel 
6427 5/1 6” " a cn ” ” 46" Chisel 
$0GGGGGos , : 522 . 5/16” Chisel 
GOCSGI— aa 6521 2 "414" Chisel 
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Wolf 


ELECTRIC TOOLS 


Regd. Trade Mark 


PORTABLE ELECTRIC SAWS 


The arduous working conditions always imposed upon portable electric saws, demand 
abundant reserves of power, speed and stamina. Particular care has been taken to build 
these essential qualities into the Wolf Saws Type RS7 and RS10, combined with exceptionally 
high power-to-weight ratios. The transversely mounted motor of special design with 
direct gear drive to saw blade is an engineering refinement ensuring maximum efficiency 
and dependability. Magnesium castings in the RS10 provide increased strength combined 
with lightness in weight. Sturdily constructed throughout, with simple adjustments and 
foolproof safety features, these superb tools offer unique opportunities for greater output 
at lower cost and less fatigue. 





SECTIONAL VIEW 
OF PORTABLE 
ELECTRIC SAW 


TYPE RS10 

ARMATURE Electronically balanced to highest SWITCH Robust and foolproof safety type double 

precision limits, ample size commutator and industrial pole switch of ample current carrying capacity. 

type brush gear. . ; on 
VENTILATION Highly efficient fan ventilation 

GEARS The gears in current models are of Helical system providing ample volume of clean, cool air for 

type nickel chrome molybdenum steel, high frequency constant production performance. 

aint CASTINGS Magnesium alloy, finished in poly- 

BEARINGS Ample capacity dust sealed ball chromatic stove enamel. Sole plate and safety guard 

bearings throughout inserted in steel liners. cadmium plated steel. 
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A strong steel carrying case Part 8716 
is also available for the RS7. 





TYPE RS7 


7’ PORTABLE 
ball bearing ELECTRIC SAW 


Incorporating a new motor of advanced design the RS7 

meets a long felt need experienced by firms throughout 
the woodworking trades for a powerful, dependable saw of 
medium capacity and light weight. Extremely compact and easy 
to handle, possessing abundant power for high speed cutting 
at full capacity. Simple adjustments for regulating depth and 
bevel cutting. A retractable safety guard affords operator pro- 
tection under all conditions. Other features include line of cut 


indicator and a volute which ejects sawdust at rear of machine. 


Cutting Capacity: Max. vertical cut ... a 25NE 

Max. bevel cut (45°) fe 
Saw Blade R.P.M.: No load _... re — 4200 r.p.m. 

Full load... _ - 3000 r.p.m. 
Watts Input on full load ss om wr 1050 watts 
Overall Length ... _ ste - ee 14 1/2" 367 mm. 
Nett Weight... vis an sib - 17 1/4 {bs.| - 7.8 kgs. 
Gross Weight... omy - i ~~ 20 Ibs. 9 kgs. 





Universal Motors suitable for operation on 100/110, 110/130, 150/160, 200/220, 220/250 
volts D.C. and single phase A.C. 25/60 cycles. Also for 50 volts to special order. 


Each machine supplied complete with 15 ft. (4.6 m.) of 3-core T.R.S. cable, one combina- 
tion rip and crosscut blade, ripping guide, tee spanner, tommy bar. A strong steel 
carrying case Part 8716 is also available for the RS/. 
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ACCESSORIES FOR TYPE RS7 — SEE PAGE 56 


UP 4d et) | 





all ball bearing <a 4 
ELECTRIC SAW ™ 





The Wolf RS10O is the ideal general purpose Saw for heavy 
duty ripping and crosscutting, and with its effective cutting 
depth of 3 1/2”, and colossal power, satisfies the widest needs 
of timber merchants, coach works, boat yards, builders and 
furniture manufacturers. Adjustments are simple and straight- 
forward, and retractable guard affords complete operator safety 
under all conditions. Used with outstanding success on material 
such as corrugated asbestos and steel sheets, brick, stone, 
marble. Suitable abrasive discs are also available for cutting 
metal tubes and sheets up to 1/4” thick. 





Cutting Capacity: Max. vertical cut ... ols 3172 89 mm. ee 
Max. bevel cut (45°) _ 2 3/8” 61 mm. 
Saw Blade R.P.M.: No load... sas ses 2900 r.p.m. = 
Full load... sit as 2100 r.p.m. = 
Watts Input on full load a 1500 watts = 
Overall Length ... aes - os i 17 po 
Nett Weight _... - i - ai 30 Ibs. 
Gross Weight... ... 0 wee - 38 Ibs. = 
oe 
Universal Motors suitable for operation on 100/110, 110/130, 150/160, 200/220, 220/250 =o 
volts D.C. and single phase A.C. 25/60 cycles. Also for 50 volts (Specification: 2000 r.p.m. oO 
free, 1100 r.p.m. full load speed, 1200 watts input) to special order. 
Supplied complete with 15 ft. (4.6 m.) of 3-core T.R.S. cable, one combined rip and A strong steel carrying case, Part 8434 
crosscut blade, tommy bar and box spanner. is also available for the RS10. z Rag 
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ACCESSORIES FOR TYPE RS10 — SEE PAGE 56 o 
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SAW BLADES 
AND ABRASIVE DISCS 
FOR TYPES RSZ 
AND RS10 


COMPO AND WALLBOARD 
SAW BLADE 


Part Dia. 


8706 z 
8547 10” 


A fine-toothed blade for cutting wall- 
board, composition sheet including 
masonite, aluminium sheet, etc. 





















RIP AND CROSSCUT BLADE FRICTION BLADE 











Part Dia. 


8702 e 
6398 10” 











Part Dia. 


8704 ‘ 2 
8548 10” 







A fast cutting blade combination for 
all general work on Dry or Green 
Oak, Softwoods, Hardwood. 





For high speed cutting of corrugated 
steel sheets, etc. 






CROSSCUT BLADE ALUMINIUM CUTTING 


BLADE 



























Part Dia. 

8703 Yad Part Dia. 

6400 10” 10655 ” i 
10654 10” 








Recommended as for Rip and 
Crosscut blades where fine finish 
is required. 














Special temper and with formation 
for high speed cutting without 


clogging. 


ABRASIVE DISCS 


Silicon carbide 
Part 8707 7’ dia. Part 6403 10” dia. 
For cutting flat or corrugated 
asbestos sheets, stone, brick, etc. 


PLANER AND MITRE BLADE 


Part Dia. 


8705 e 
8549 10” 


For extremely smooth finish to rip 
and crosscut work. Suitable for 
cutting lead as well as the above 
mentioned timbers. 





























Aluminous oxide 
Part 9507 7” dia. Part 9504 10” dia. 
For cutting cast iron, steel tubes or 
sheet, etc. 
















Crosscutting seasoned hardwood with Cutting seven sheets of corrugated Compound angles on purlin being cut 
RS7 at furniture works. asbestos with the RS10. on site with RS10. 
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Wolf 


ELECTRIC TOOLS 


Regd. Trade Mark 


PORTABLE ELECTRIC HAMMER 


For sheer efficiency, expressed in terms of penetration speed, power-to-weight ratio, ease 
of operation and low maintenance cost, the Wolf portable electric hammer Type HD1 is 
incomparably the finest tool of its type on the market. 


Exclusive to the Wolf hammer is its ingenious striking mechanism—covered by 
worldwide patents—whereby a rapid blow of consistent strength and frequency is delivered 
to the anvil of the tool holder. An entire absence of vibration permits sustained operation 
without fatigue, and impact on the tool holder is only made when hammer is applied to 
the work. 


These valuable money saving features ensure highest dependability, whilst maximum 
usefulness is assured with the full range of specially designed accessories. 





SECTIONAL VIEW TT > eee 
OF PORTABLE > o 
ELECTRIC HAMMER 


TYPE HD1 
STRIKING MECHANISM — Patented movement TOOL HOLDER — Made from special alloy steel 
giving rapid and powerful blow to tool. to resist wear and impact. Takes full range of 
tools and tool retaining springs. 
. SWITCH — Double pole. Ample current carrying 
PO —s ne ese gen 4 ii cil capacity combined with utmost simplicity and 
inserted in steel liners integral with castings. dependability. 
CASTINGS — Specially selected high tensile alumin- 
ARMATURE — Dynamically balanced to finest pre- ium alloy attractively finished in polychromatic 
cision limits. Insulation flash tested 1500 volts. stove enamel, 
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The Wolf Hammer Type HD! is a tool 
of remarkable efficiency and useful- 
ness. Besides the standard applications 
for drilling, chipping, chasing in brick- 
work, stone and concrete, it can be 
used for trimming light castings, plan- 
ishing sheet metal work, concrete 
form vibrating, light steel riveting, also 
many specialised production operations 


requiring a rapid constant hammering. 


action. The special tools listed below 
have been developed in response to 
widespread demand. 


STONE MASON’S CHISELS 


Part 8221 1/2” Chisel 
Part 8220 3/4” Chisel 


BRICK RAKING CHISEL 


Part 8829 


WOOD CHISEL 





TYPE HDI 








PORTABLE 
ELECTRIC HAMMER 


1600 blows 
200 watts 


Blows per minute 
Watts Input on full load 
Overall Length 

Nett Weight 

Gross Weight 


1? 


7 Ibs. 
91/4 Ibs. 





Universal Motors suitable for operation on 100/110, 110/130, 150/160, 
200/220, 220/250 volts D.C. and single phase A.C. 25/60 cycles. 
Also for 50 volts to special order. 


Each machine supplied complete with 10 ft. (3.05 m.) 3-core T.R.S. 
cable, 3 hexagon wrenches, one “C’’ spanner and 2 each spare 
main and slug springs and rubber retaining rings. 


Part 8227 1/4” Chisel 
Part 8228 1/2” Chisel 


Part 8229 3/4” Chisel | Part 8223 


Part 8222 


° SNES 
SSahcchnneetrnrrtrer es caaaauaemaaaal 





The Wolf HD1 Hammer, unquestion- 
ably the most popular and efficient 
tool of its type, combines a rapid 
effective blow, lightness in weight 
and utmost dependability. Incor- 
porated in the Wall Plugging Kit, it 
satisfies a wide range of needs and 
represents an ideal time and labour 
saving investment wherever numer- 
ous fixings have to be made in 
brickwork, concrete, stone, tiles, 


etc. Frequently this Kit repays its 
initial cost in time savings alone 
within a few weeks of purchase. 



















RAWLDRILLS 
PART DESCRIPTION 

5863. No. 6 5/32” dia. 
5864 No. 8 3/16” dia. 
5865 No. 10 7/32” dia. 
5866 No. 12 1/4’ dia. 
5867. No. 14 9/32” dia. 
5868 No. 16 5/16” dia. 
5869 No. 18 11/32” dia. 
5870 No. 20 3/8” dia. 
5871. No. 22 7/16” dia. 














Part 8830 







HOLDER 








RAWLDRILL 








TYPE HDI 


PORTABLE ELECTRIC HAMMER 
WALL PLUGGING KIT 























































The Wolf Hammer, Type HD1 1 — No. 18 Rawldrill 11/32” dia. 
complete with 10 ft. (3.05 m.) 1 — No. 20 . 38" ss 
3-core T.R.S. cable. 1 — No. 22 TAG” 4 sy, 
1 — Rawldrill Holder and Tommy 
1 — No. 6 Rawldrill 5/32” dia. Bar. 
1— No. 8 o 3/16” ,, 1 — Rawldrill Ejector. 
1 — No. 10 , 7/82” ,, The whole Kit packed in a stout 
1 — No. 12 . 1/4” ,, metal carrying cabinet. 
1 — No. 14 ‘a 9/32” ,, Nett Weight ... 21 1/2 Ibs.—9.6 kgs. 
1 — No. 16 ‘i 5/16” ,, Gross Weight 23 Ibs.-10.3 kgs. 
PLUG AND VIBRATING 3 
SOCKET HEAD 2 
5 amp. wu 
weatherproof ‘a = 
3-pin Plug and Part 8649 = 
ocKet art 
Part 7205 Chasing Bit Ejector z 
METAL CARRYING CASE ae 
Part 8232 RIVETING SNAPS 22 
Part 9551-1/8” cap. | Forsoftiron su 


Part 9552-3/16’cap. { & mild steel 


Part 9553-1/4” cap. For copper, 
aluminium or brass 









TOOL RETAINING SPRING 
Part 8831 


TYPE HDI 


The remarkable efficiency and 
adaptability of the Wolf Hammer 
Type HD1 has led to its employment 
in ever widening fields of applica- 
tion. This Building and Maintenance 
Kit comprises a valuable range of 
specially designed tools for success- 


Cc 


vyee HO" 





PORTABLE ELECTRIC HAMMER 
BUILDING AND MAINTENANCE KIT 


SPECIFICATION TYPE HD1 


The Wolf Hammer, Type HD1, 
complete with 10 ft. (3.05 m.) 
3-core T.R.S. cable. 


9—Rawldrills Nos. 6-22, 5/32” 


1—3/4” Stone Mason’s Chisel 
6—Coarse Combs 

1—Comb Holder 

1—2” Scaling Chisel 
3—Socket Screw Keys 


fully performing hundreds of jobs 1_R i ae id + 1—Weatherproof Plug and Socket 

which otherwise would involve  —_ "ee i roles aid Tony 4a Spanner | 

costly manual effort. 1Rawildeill Ejector 1—Tool Retaining Spring 
Invaluable on all light erection 1—Chasing Bit The whole Kit packed in a stout 


and installation work—a boon to 
electricians, builders, shopfitters and 
maintenance engineers. 


1—Chasing Bit Holder 
1—Chasing Bit Ejector 
1—Brick Raking Chisel 
1—1/2” Stone Mason’s Chisel 


Pe: 





metal carrying cabinet. 


Nett Weight 24 Ibs. - 10.8 kgs. 
Gross Weight 25 1/2 lbs.-11.4 kgs. 








oe 











Re Oe 








Cleaning off concrete floor 
with scaling chisel. 


Reducing marble 
plinth. 


Rawlplugging for fixing 
rainwater pipe. 


Scaling furnace 
boxes. 
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ACCESSORIES FOR KIF TYPE HOD} SEE PAGES 58 





Wolf 


ELECTRIC TOOLS 


Regd. Trade Mark 


PORTABLE ELECTRIC BLOWER 


Breakdowns in electrical equipment such as motors, generators, etc., are seldom due to 
‘wear and tear.’ Scientific research proves that three out of every four are in fact due to 
dust, grit and swarf. 

Expressed in terms of lost production time, such breakdowns represent substantial 
financial loss. The Wolf Blower Type NWB provides full security from all such risks and 
adds years of life to expensive plant. The most powerful and efficient machine of its type, 
the NWB is capable of adaptation to many special purposes, including that of a portable 
suction cleaner (see set of attachments listed). This is an indispensable aid to efficiency 
wherever there are motors, plant, conveyors, machinery, etc. 





FEATURES OF WoW pEsIGN AND CONSTRUCTION 


ARMATURE CASTINGS 
Dynamically balanced to 16 milligramme/centimetre Of specially selected high tensile aluminium alloy 
by latest electronic methods. Windings of enamelled for maximum lightness and strength. Attractively 
and double silk covered copper wire. Varnish im- finished in durable polychromatic stove enamel. 
pregnated and oven baked. Insulation flash tested 
1500 volts to secure complete operational safety. BEARINGS 

IMPELLER FAN Superior quality ball bearings fitted throughout 

enabling machine to be used continuously without 


High tensile aluminium alloy. Scientifically designed 


: a overheating. 
for maximum efficiency and safety. Balanced by 
electronic methods to highest precision limits. BLOWER NOZZLE 
SWITCH Durable moulded rubber composition. Securely 
Double pole positive type switch of ample capacity attached to motor body by bayonet type fitting. 
conveniently situated for easy operation. Perfectly safe on all electrical gear. 





Adding years of life to power Typical use for NWB as suction Keeping production at full blast 
house plant. cleaner in boat building. with NWB. 
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PORTABLE all ball bearing 
ELECTRIC BLOWER 


The NWB blower prolongs indefinitely the life 
of vital plant and machinery and ensures against 
loss of production time through motor failure 
caused by dust, grit and swarf. 

Over 75% of plant deterioration is directly 
attributable to the dust menace; the Wolf blower 
therefore, is a real necessity wherever motors, 
dynamos, generators and fast moving machinery 


SUCTION ATTACHMENT 





Carrying Strap. 
Suction Nozzle. 


1 Dust Bag. 
3 Suction Hose. 


PN 


Nozzle air velocity 


Nett Weight 
Gross Weight 






are installed. Capable 
of many specialised appli- 
cations, including use as a 

powerful suction cleaner, by 
means of the accessories available, the blower is 
indispensable equipment for power stations, 
timber and joinery mills, laundries, tobacco and 
food processing factories, printing works, etc. 





Capacity in cubic feet per minute nea 60 
220 miles per hour 
Sze {t. sec: 
Watts Input on full load bias 370 watts 
Water Gauge Pressure (Water lift) .. fo 
11 Ibs. 
; 12 1/2 Ibs. 
Gross Weight (with suction 1 attachments) 21 1/2 Ibs. 
Universal Motors suitable for operation on 100/110, 110/130, 150/160, 
200/220, 220/250 volts D.C. and single phase A.C. 25/60 cycles. Also for 


50 volts to special order. 
Each machine supplied complete with 10 ft. (3.05 m.) 3-core T.R.S. cable, 
moulded hard rubber nozzle 11” long. 
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Wolf 


Regd. Trade Mark 


GARAGE EQUIPMENT 


The Wolf range of transport service equipment offers a superb selection of precision 
equipment capable of satisfying the widest needs of the Transport Industry from main repair 
depots to the smallest garage or agricultural engineering workshop. The heavy duty type 
precision valve refacer SR54, will perform every refacing operation on every type of car or 
truck engine, petrol or diesel, up to 6” dia. valve heads. The well known VRS Standard Duty 
Refacer satisfies all general purpose requirements and is incorporated as standard equipment 
in the various models of the Wolf Mobilectric Workshops. Valve seat grinding—equally 
important as valve grinding— is a precision operation of great simplicity with the Wolf range 
of Kits. There is a choice of two types of high speed power units. These operating on the 
centrifugal grinding principle, ensure perfect accuracy and mirror finishes on cast iron or 
stellite seats. Wide range of accessories included. 


FEATURES OF Wolf pEsIGN AND CONSTRUCTION 
VALVE SEAT GRINDERS TYPE EVG3 AND ASG3 


ARMATURES BEARINGS 
Dynamically balanced to finest precision limits. Superior quality ball bearings fitted throughout, 
Insulation flash tested to 1500 volts. thus permitting continuous high speed operation 

without overheating. 

CASTINGS SWITCH 
Motor frames, etc., of specially selected high tensile Double pole positive type switch of ample capacity 
aluminium alloy for maximum lightness and strength. conveniently situated for easy operation. Fitted 
Attractively finished in polychromatic stove enamel. with retaining button. 


VALVE REFACER TYPE VR5 


MOTORS ARMATURES 
Grinding motor and collet motor both of ample Electronically balanced to highest precision limits, 
capacity, universal type, all ball bearing, efficiently armature windings of enamelled and double silk 
fan ventilated. covered copper wire, varnish impregnated and 


oven baked. Final flash tested 1500 volts. 
COMPOUND SLIDE REST 


Traverse and feed slide mounted on large vees, 
provided with adjustable facing strips enabling 
wear to be taken up and accuracy preserved. 


COOLANT SYSTEM 


Driven by centrifugal pump mounted at rear of 
machine with container of half gallon capacity; 
fitted with efficient filtering system. 


COLLET SPINDLE . GRINDING SPINDLE 
High quality steel mounted in self lubricating porous High quality steel mounted on adjustable dust sealed 
bronze bearing. ball bearing journals of ample capacity. 
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TYPE EVG3 





VALVE SEAT GRINDER—all ball bearing WE 


The EVG3 puts high speed into valve Light in weight yet of robust construction, the Wolf EVG3, straight 
seat grinding. : ; . 

— " drive, high speed grinder possesses abundant speed and power 
pm iy for all general purpose valve seat grinding. Rapid, accurate 
: : results on all types of valve seats are assured with this compact 
well-balanced machine. Its high speed drive is transmitted to the 
grinding stone by lightly applying the specially designed acorn 
a , arbor to the hexagon socket of the stone sleeve. The resultant 
YF ‘ ‘floating’ action ensures perfect accuracy and a mirror finish to the 

ee, valve seat and dispenses with any need for lapping. 
@ ve ca a By removing the acorn arbor from the collet chuck, the 
Perfect balance and control of EVG3 EVG3 can be converted into an efficient die grinder. For dctails 
grinder ensures precision results. : . . p . . 
iis ) of suitable grinding points and accessories see pages 36 ana 37. 










SPECIFICATION TYPE EVG3 


Capacity—Valve Seat Stones upto__... ait S 
Spindle Speed running light __ ... si sa 16,650 r.p.m. 
Watts Input on full load ... a wi > 270 watts 
Overall Length _... wis ses s _ 73/4’ 
Valve seat grinding—a simple aioyttads Nett Weight _ _ wins ~ ™ > Ibs. 
job with the EVG3. Gross Weight ina wake ane ea “03 6 1/8 Ibs. 






Universal Motors suitable for operation on 100/110, 110/130, 150/160, 200/220, 220/250 volts 
D.C. and single phase A.C. 25/60 cycles. Also for 32 and 50 volts to special order. 


Each machine supplied complete with 10 ft. (3.05 m.) 3-core T.R.S. cable. 
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ACCESSORIES FOR TYPE EVG3 — SEE PAGES 36, 37 & 72 








Wolf 


TYPE ASG3 














55° ANGLE DRIVE HEAVY DUTY 
all ball bearing VALVE SEAT GRINDER 


No valve seat position is inaccessible Unrivalled power, speed and stamina 
Sta th make the Wolf angle drive, valve seat 
grinder, Type ASG3, the ideal machine 
for satisfying the heavy duty requirements 
of transport repair depots. Besides obvious advantages in dealing 
with all normal valve seat grinding, the convenient angle design 
cf this tool enables otherwise inaccessible seats to be easily reached 
and accurately ground. Outstanding amongst several engineering 
refinements are the spiral bevel gears cut in nickel chrome alloy 
: steel; the driven gear also is mounted upon fully adjustable type 
Angle drive of the ASG3_ grinder bearings to ensure perfect meshing and vibrationless transmission. 
sat & Speeey Sa ae aaaen Scientific weight distribution, perfect balance and ease of control 
Su \S) reduce fatigue to a new low minimum and make the ASG3 a most 
popular machine with operators. 















SPECIFICATION TYPE ASG3 


Capacity—Valve Seat Stones upto _... om 2 
Spindle Speed running light —... . — 13,400 r.p.m. 









, | | Watts Input on full load ... es _ sa 435 watts 
The ASG3—an ideal tool for precision Overall Length _ i _ inte vars 11° 
ee Nett Weight ... ww, ae ae ee | OZ 4 I, 
» Gross Weight _... it ™ i «. | oe 


Universal Motors suitable for operation on 100/110, 110/130, 150/160, 200/220, 220/250 volts 
D.C. and single phase A.C. 25/60 cycles. Also for 32 and 50 volts to special order. 


Each machine supplied complete with 10 ft. (3.05 m.) 3-core T.R.S. cable. 
65 


ACCESSORIES FOR TYPE ASG3 — SEE PAGE 73 








These Wolf Kits include the straight drive 
grinder, Type EVG3, and contain all equip- 
ment for the efficient valve seat servicing of 
all popular makes of car, truck and tractor 
engines. The diamond dresser Type PD3 
correctly maintains the cutting angles of the 
double-sided valve grinding stones thus en- 
suring perfect ‘mirror finish’ results. 

The contents of Kit No. 2 are similar to 
No. 1 Kit but also include a set of special pilots 
for Ford engines. These Kits are a real 
investment for garages, service stations and 
transport workshops. 








be . Valve Seat Grinding 
3 F # with Wolf EVG3. 


KIT No.2 





KIT No. 1 


1 Strong Steel Case containing :— 

The Wolf High Speed Valve Seat Grinder, Type EVG3*, complete 

with 10 ft. (3.05 m.) 3-core T.R.S. cable. 

The Wolf Precision Diamond Stone Dresser, Type PD3. 

2—Stone Sleeves. 

4—Double-sided 30°/45° Coarse Valve Seat Stones, one each 1 1/4”, 
1 3/8”, 11/2” and 1 7/8” for Cast Iron and Soft Steel Seats. 

4—Double-sided 30°/45° Finishing Valve Seat Stones, one each 1 1/4”, 
1 3/8”, 11/2” and 17/8” for Cast Iron and Soft Steel Seats. 

5—Expanding Pilots, one each 1/4”, 9/32”, 5/16”, 11/32” and 3/8”. 

1—Pilot Tommy Bar. 

Nett Weight...303/4 Ibs. 13.9 kgs. Gross Weight...49 3/4 Ibs. 22.6 kgs. 


Additional Stones and Expanding Pilots, 
Plug Pilots, VR5 Rocker Arm Attachment, 
VRS Micrometer Assembly, VR5 Collets, 
which may be purchased separately if required.. (See pages 70 & 71). 


KIT No. 2 
Complete as above but including the following additional accessories: 


1 Coarse and 1 Finishing 13/4” Double-sided 30°/45° Valve Seat 
Stones—1 Plug’ Pilot for Ford V8, 30 H.P. and 1 for Ford 8/10 H.P. 
“Y," “C” and “Prefect’”—1 Expanding Pilot for Ford ‘‘A” and ‘‘B’’ 
14.9 11.P. 

Nett Weight...33 Ibs. 15 kgs. Gross Weight...52 Ibs. 23.6 kgs. 


Additional sizes of pilots and stones are obtainable. See pages 70 & 71. 
*Universal Motors suitable for operation on 100/110, 110/130, 150/160, 


200/220, 220/250 volts D.C. and single phase A.C. 25/60 cycles. Also 
for 32 and 50 volts to special order. 
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VALVE SEAT GRINDING KITS ~ 
Nos. 3 and 4 


KIT No. 3 


1 Strong Steel Case containing :— 

The Wolf 55° Angle Drive, Heavy Duty, High Speed Valve Seat 

Grinder, Type ASG3*, complete with 10 ft. (3.05 m.) 3-core T.R.S. 

cable. 

The Wolf Precision Diamond Stone Dresser, Type PD3. 

2—Stone Sleeves. 

4—Double-sided 30°/45° Coarse Valve Seat Stones, one each 1 1/4”, 
1 3/8”, 11/2” and 1 7/8” for Cast Iron and Soft Steel Seats. 

4—Double-sided 30°/45° Finishing Valve Seat Stones, one each 1 1/4”, 
1 3/8”, 1 1/2” and 1 7/8” for Cast Iron and Soft Steel Seats. 

5—Expanding Pilots, one each 1/4”, 9/32”, 5/16”, 11/32” and 3/8”. 

1—Pilot Tommy Bar. 

Nett Weight: 33 1/4 Ibs. 15.1 kgs. Gross Weight: 52 1/4 Ibs. 23.7 kgs. 


Additional Stones and Expanding Pilots, 
Plug Pilots, VR5 Rocker Arm Attachment, 
VRS Micrometer Assembly, VR5 Collets, 
which may be purchased separately if required. (See pages 72 & 73). 


KIT No. 4 


Complete as above but including the following additional accessories: 
1 Coarse and 1 Finishing 1 3/4” Double-sided 30°/45° Valve Seat 
Stones—1 Plug Pilot for Ford V8, 30 H.P. and 1 for Ford 8/10 H.P. 
““Y,”’ “C” and “‘Prefect’’—1 Expanding Pilot for Ford ‘‘A’’ and ‘‘B”’ 
14.9 H.P. 

Nett Weight: 35 1/2 Ibs. 16.1 kgs. Gross Weight: 54 1/2 Ibs. 24.7 kgs. 


Additional sizes of pilots and stones are obtainable. See pages 72 & 73. 


* Universal Motors suitable for operation on 100/110, 110/130, 
150/160, 200/220, 220/250 volts, D.C. and single phase A.C. 25/60 
cycles. Also for 32 and 50 volts to special order. 
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These Wolf Kits contain all the equipment 
needed for valve seat grinding on all popular 
makes of car, truck and tractor engines. 

The unique design of the Heavy Duty 
95° Angle Grinder enables otherwise in- 
accessible valve locations to be reached 
in situ and ground with utmost speed and 
precision. The accuracy of the valve stone 
angles is assured with the precision built 
diamond dresser Type PD3. Contents of 
both Kits are identical excepting that No. 4 
Kit includes special set of pilots for Ford 
engines. 


A typical job for 
the ASG3. 





ACCESSORIES FOR VALVE SEAT GRINDING KITS 3 & 4 — SEE PAGES 72 & 73 








HEAVY DUTY PRECISION VALVE REFACER 


The Wolf SR54 sets a new standard in precision 
valve refacing machines. It incorporates in one 
complete unit every valve refacing operation for 
any type of engine—petrol or diesel—on ll 
makes of cars and commercial vehicles. Built 


Grinding 4” valve head at 45°. 





CAPACITY 


Valve Head up to 
Valve Stem from 


Wheel 


Nett Weight 
Gross Weight 


Valve Face Angles, traverse ground 
Size of Valve Face Grinding Wheel 
Size of Valve Stem Cup Grinding 


Grinding Wheel speed running light 
Collet Spindle speed running light 
Watts Input on full load 


throughout to produce more accurate work at 
higher speed, it cuts time and costs of all overhaul 
and ‘‘decoke’’ work, keeps more jobs flowing 
through the shop and reduces to a minimum all 
wastage due to spoilage and unsatisfactory work. 


4” dia. 
15/64” to |” 


101 mm. 
5.9 mm. to 25 mm. 
0°-90° 
5” dia. x 5/8” bore 127 mm. x 16 mm. 


101 mm. x 16 mm. 


4” dia. x 5/8” bore 
4,500 r.p.m. 

350 r.p.m. 

500 watts 


210 Ibs. 
294 Ibs. 


95.3 kgs. 
133.4 kgs. 














6” diameter Valve Heads also can be ground—up to 45°—by simply removing the rubber coolant 
tray. 


Universal Motors suitable for operation on 100/110, 110/130, 150/160, 200/220, 220/250 volts D.C. 
and single phase A.C. 25/60 cycles. Also for 50 volts to special order. 


Each machine supplied complete with 4 ft. (1.21 m.) 3-core T.R.S. cable driving belts, one each 5” 
dia. grinding wheel and 4” dia. cup grinding wheel, valve stem and tappet grinding attachment, depth 
gauge, rocker arm grinding attachment, dust cover, diamond wheel dresser, one each collets 15/64” to 
31/64’, 5/16” to 9/16”, 9/16” to 25/32”, 25/32” to 1”. One each double-ended and single-ended spanner, 
one claw screwdriver and tin of soluble oil. 
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ACCESSORIES FOR TYPE SR54 — SEE PAGES 72 & 73 





TY PRECISION VALVE REFACER TYPE SR54 


In design, capacity and performance, the Wolf SR54 is far in advance of other valve refacers 


and for the first time incorporates in one complete unit every valve refacing operation for 


any type of engine—petrol or diesel—on all makes of cars or commercial vehicles. It is 
built on ‘‘machine tool’’ lines throughout and packed with a host of design innovations that 
save time and money and ensure highest precision results. With its extra work capacity, 
high speed, accuracy and operational simplicity, the SR54 should be standard equipment 
in all progressive service stations and repair depots. 


FEATURES OF Wolf pEsIGN AND CONSTRUCTION 


CONTINUOUSLY RATED MOTORS 


Two totally enclosed, continuously rated A.C./D.C. motors 
supply smooth abundant power to grinding wheel and 
collet spindles. Completely protected against ingress of 
dirt, dust and coolant. 


VIBRATIONLESS PERFORMANCE 


Massive one-piece main casting provides tremendous 
rigidity, perfect work alignment and vibrationless per- 
formance. 


TRAVERSE GRINDS ANY ANGLE 0°-90° 

The traverse slide is set permanently at 20° from normal 
to give greater angular movement to collet head, so that 
all valve face angles from 0-90° can be TRAVERSE GROUND. 


LARGE SCALE MICROMETER 


Easy-to-read device ensures rapid and accurate stem 
and tappet grinding. Design also includes 4” cup grinding 


wheel and micrometer feed attachment. This complete 
built-in equipment grinds all stem ends for exact tappet 
clearance. Grinds and trues tappets. 


EFFICIENT COOLANT SYSTEM 


The complete machine is mounted on a 4-gallon coolant 
tank, to provide a constant supply of clean coolant at low 
temperature. Permanent magnet extracts metallic particles 
from coolant. 


COMPOUND SLIDE ACCURACY 


Compound vee_ slides—unique Wolf feature—provide 
maximum rigidity and smoothest operation. Adjustable 
facing strips on both slides take up wear and maintain 
Original accuracy. 


FULLEST SAFETY CONDITIONS 

Full safety conditions ensured, both switches fully insulated. 
All electrical connections and switchgear incorporated 
well clear of the coolant level. 





Standard built-in equipment grinds all valve stems from 15/64’ 


to 1” diameter. 





Refaces any valve head up to 4” dia. with utmost precision and speed. 


Also grinds 6” diameter heads up to 45°. 





TYPE VRS 


PRECISION 
VALVE REFACER 


The excellent design and precision-built con- 
struction of the Wolf Valve Refacer Type VRS5 
afford ideal facilities for the speedy and accurate 
reconditioning of valves up to 4” dia. and 15/64’ 
—11/16’ dia. stem. The carefully calculated speeds 
of the independently motorised grinding and 
collet heads ensure perfect mirror finish. Locat- 


Decarbonising valves with wire brush 
mounted on rear end of VR5 
grinding spindle. 


Nett Weight ... 
Gross Weight 


CAPACITY Valve Head up to 
Valve Stem from 
Valve Angles ve 15° — 90° 


Size of Recessed Grinding Wheel ... 
Size of Steel Wire Scratch Brush ... 
Grinding spindle speed running light 
Collet spindle speed running light... 
Watts Input on full load wise 





ing dowel pins are fitted to the collet head 
mounting to provide rapid ‘‘spot-on’’ settings for 
standard angles of 15°, 30° and 45°. Specially de- 
signed attachments are available for rocker arm 
and valve stem grinding. The coolant system 
is extremely efficient, being driven by centri- 
fugal pump and protected by double filters. 


4” dia. 
15/64” to 11/16” 


101 mm. 
6 mm. to 17 mm. 


(2” min. dia. of Valve Head at 15°) 
7x12 x3/f 12/7 x 13 x 19 mm. 
4° 101 mm. 

4000 r.p.m. 
450 r.p.m. 
600 watts 

141 Ibs. 

222 Ibs. 


63.9 kgs. 
100.7 kgs. 





Universal Motors suitable for operation on 100/110, 110/130, 150/160, 200/220, 220/250 volts D.C. 
and single phase A.C. 25/60 cycles. Also for 50 volts to special order. 


Each machine supplied complete with 4 ft. (1.21 m.) 3-core T.R.S. cable, driving belts, 5” dia. 
grinding wheel, 4” steel wire scratch brush, diamond wheel dresser, one each collets 15/64” to 
31/64”, 5/16 to 9/16”” and 1/2” to 11/16”, distance sleeve for small collet, ‘‘C’’ spanner, one claw 
screwdriver, and one tin soluble oil. 
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ACCESSORIES FOR TYPE VR5 — SEE PAGE 72 








MOBILECTRIC 
COMPREHENSIVE VALVE 


The Wolf Mobilectric Comprehensive Valve 
Shop Mark ‘‘A’’ comprises a strong metal 
cabinet mounted on ball bearing castors, with 
one tool tray, 2 valve holding trays, adjustable 
lamp bracket, 24 ft. (7.3 m.) 3-core T.R.S. cable 
and sockets for connecting Valve Seat Grinder, 


etc., and includes: 


The Wolf Precision Valve Refacer, Type VRS, 


supplicd complete as on page 68. 


The Wolf High Speed Valve Seat Grinder, 
Type EVG3, complete as on page 62. 


The Wolf Precision Stone Dresser, Type PD3. 


2 Stone Sleeves. 


5 Double-sided 30°/45° coarse valve seat stones, 
one each 1 1/4”, 1 3/8”, 1 1/2”, 1 3/4” and 1 7/8” 


for cast iron and soft steel seats. 


Exactly as above but incorporating Type ASG3 55° 


Type EVG3. 


uw 


—_ =— = ooh 


sHop = 


Double-sided 30°/45° finishing valve seat 
stones, one each 1 1/4”, 1 3/8”, 1 1/2”, 1 3/4” and 
1 7/8” for cast iron and soft steel seats. 


Expanding Pilots one each 1/4”, 9/32”, 5/16’, 
11/32” and 3/8”. 


Pilot Tommy Bar. 
Plug Pilot for Ford V.8 30 H.P. 


Plug Pilot for Ford 8/10 H.P., “‘Y’’, “‘C’’ and 
‘‘Prefect’’. 


Expanding Pilot for Ford *‘A’’ and ‘‘B’’ 14.9 
HP. 


Micrometer Assembly for Ford Valves. 


Depth Gauge for Ford Valves. 


Oil Can. 
Dust Cover. 


Heavy Duty Valve Seat Grinder instead of 


General specification as for Mark *‘A’’ Valve Shop 
but includes: 1/4” Production Drill Type EG2c; 


Bench Clamp Stand, Part 768; 3” Grinding Wheel, Part 1425; 4” Calico Polishing Mop, Part 2093; 
4” Wire Scratch Brush, Part 1404 and Arbor, Part 2049; one each Decarbonising Brush, Part 2050, 
2054, 2060; one each Valve Guide Cleaner, Part 2055, 2056, 2057. 


Ford Pilots, Part 1714, 1715, 2452; Micrometer Assembly, Part 1505 and Depth Gauge, Part 1720 are 


not included in the Mobilectric Engine Shop. 
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ACCESSORIES FOR MOBILECTRIC COMPREHENSIVE VALVE SHOP 


Illustration shows Valve Shop Mark “‘B”’ 


Mark ‘‘A”’ 
Nett Weight ...285 Ibs. 129.3 kgs. 
Gross Weight...477 Ibs. 216.4 kgs. 


Mark ‘‘B”’ 
NettWeight...2874 Ibs. 130.4 kgs. 
Gross Weight...480 Ibs. 217.7 kgs. 


Universal Motors suitable for 
operation on 100/110, 110/130, 
150/160, 200/220, 220/250 volts 
D.C. and single phase A.C. 25/60 
cycles. Can be supplied for 50 
volts and will be quoted for on 
application. EVG3 and ASG3 
Grinders also available for 32 volts. 


SEE PAGES 72 & 73 








COLLETS FOR VR5 


Collet 15/64” to 31/64” x 2” 
Suitable for Ford Engines 
Collet 5/16” x 9/16” x 3” 
Suitable for Ford Engines 


Collet 1/2” to 11/16” x 3” 
(One of each included with 
Type VR5 Valve Refacer) 


Collet 3/16” — 5/16” 
for Renault and Fiat valves 


Long Distance Sleeve 

for above. Part 8299 

Collet 5/16” — 9/16” 

for Wolseley 4/50 and 6/80, 
also Morris 6 valves 


COLLETS FOR SR54 


Collet 6 mm. 

for Renault and Fiat valves 
Collet 5/16” — 9/16” 

for Wolseley 4/50 and 6/80, 
also Morris 6 valves 


GRINDING WHEELS 


VRS5 Part 2628 Recessed 5” x 1/2” x 3/4” 
127 x 12.7 x 19mm. 
Part 5521 For stellite grinding. 








VALVE REFACERS 


ROCKER ARM 
GRINDING 
ATTACHMENT 


Part 2947 


DIAMOND DRESSER TOOL 
FOR VR5 Part 625 
FOR SR54 Part 9595 


MICROMETER ASSEMBLY AND DEPTH GAUGE 
FOR FORD VALVES 


Part 1505 Micrometer Assembly for Ford Valves 


SR54 Part 9716 For stellite grinding. 


WIRE SCRATCH 
BRUSH 


Part 1404 
4” dia. -—101 mm. 


DUST COVER 
VR5_s— Part 7688 
SR54_ Part 9861 


Red _ rubberised 
fabric completely 
protects machine 


PRECISION DIAMOND VALVE SEAT STONE DRESSER 


SPECIFICATION 


1” Minimum diameter Valve Seat Grinding Stone. 
3” Maximum diameter Valve Seat Grinding Stone. 
Angle Adjustment 0°-90°. 

Dowelled at 15°, 30°, a and 90° angles. 


Part 1720 Depth Gauge for Ford Valves 





DECARBONISING KIT 


Part 7515 


Nett Weight 
Gross Weight 


7 |bs.-3.2 kgs. 
9 Ibs.-4 kgs. 


This unit is included in the standard equipment of 





Wolf Nos. 1, 2, 3 and 4 Valve Seat Grinding Kits 
(pages 64 & 65). Wolf Mobilectric Comprehensive 
Valve Shop Unit ‘‘A” and “B” (page 69). 


ACCURACY OF ANGLE.—The position of the 
swivel mounting is set at 15°, 30°, 45° or 90° by 
means of a locating dowel pin before tightening 
the clamping nut. This ensures accurate setting of 
the angle. 


CORRECT DRESSING OF THE GRINDING FACE.—Correct dressing of the angle face 
is assured by the smooth traverse of the diamond across the face of the stone in a vertical 
direction. The traverse feed is effected by a small hand wheel. 


CONCENTRICITY OF THE PERIPHERY OF THE VALVE SEAT GRINDING STONE.— 
Dressing of the periphery of the valve seat stone is effected with the swivel mounting in 


the 90° position. 


fz 


CONTENTS 


3/4” dia. Pointed Brush 

2” dia. Splayed Brush 

1” dia. Heavy Duty Brush 

1 3/16” dia. Heavy Duty Hollow 
Brush 

4” dia. Circular Wire Brush 
Arbor for 4” dia. Wire Brush 
1/4” dia. Valve Guide Cleaner 
5/16” dia. Valve Guide Cleaner 
3/8” dia. Valve Guide Cleaner 
Kit Box 
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VALVE SEAT 
GRINDING STONES 


Double angle 30° and 45° 
with steel threaded 
centre. 





For 
Cast Iron 


an 
Soft Steel 


For 
Stellite 


and 
Hard Steel 


For 
Finishing 
Cast Iron 

and 
Soft Steel 


11/4” 

1 3/8” 

1 7/16” 
11/2” 

1 5/8” 

1 3/4” 

1 7/8” 

9” 

2 1/8” 

2 1/4” 

2 1j2" 

2 5/8” 

23/4” 
3” 

















ADDITIONAL VALVE SEAT 


STONE SLEEVE 


676 
677 
678 


679 
680 


681 
682 


FORD PILOTS 


Plug Pilot for Ford 
V8 30 H.P. 


Plug Pilot for Ford 
V8 22 H.P. 


Plug Pilot for Ford 
aio re, “7 “cc 
and “Prefect” 


EXPANDING PILOTS 
PART 


Expanding Pilot for 
Ford “A” and ‘“‘B” 


Part 6721 14.9 H.P. 





PART 


Expanding Pilot 1/4’-9/32” 
9/32”-5/16” 683 Expanding Pilot 
- »,  5/16’-11/32” 684 r» r» 
(for Vauxhall types J & H) 685 ” 
Expanding Pilot 11/32’-3/8” 686 , 
(for Bedford types K,M&O) 774 r» »» — 19/32”-5/8” 
Expanding Pilot 3/8’-13/32” 671 r» » —- 5/8’-21/32” 
» 13/32”-7/16” TOMMY BAR 
»  7/16’-15/32” Part 2159 For Pilots 


15/32”—1/2” 
1 /2”-17/32” 
17/32”-9/16” 
9/16"-19/32" 





KIT ACCESSORIES 


Recommended for use with DRILLS TYPES OK2c EG2c WD2c WD23c 


DECARBONISING BRUSHES 
PART 


6607 5/16” dia. Pointed 


6608 5/8” dia. Pointed 


2050 3/4” dia. Pointed 


2051 1” dia. Semi Hollow 


2059 1” dia. Heavy Duty 


2060 13/16” dia. Heavy Duty 


Hollow 
6613 3/4” dia. Splayed 


2054 2” dia. Splayed 


2054 


BENCH CLAMP STANDS 
Part 13496 For use with Electric Drill Type OK2c 


Part 10707 (Type SCB) For use with Electric Drills 
Types WD2c/23c/3c/34c 


WIRE SCRATCH BRUSH 


PART 


1404 4” dia. Steel Wire Brush for 
use with 1/4” Electric Drill 


2049 Arbor with washers and nut 
for use with above 


CALICO POLISHING MOP 


4” dia. Calico Polishing Mop for use 
with 1/4” Electric Drill 


Arbor with washers and nut for use 
with above 


GRINDING WHEEL 


3” dia. x 1/2” x 1/2” grinding wheel for 
use with 1/4” Electric Drill 

Arbor with washers and nut for use with 
above 


PART size 
2055 Valve Guide Cleaner 1/4” 
2056 ‘i 5/16” 
2057 —, ‘ 3/8” 
2058 7/16” 
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Valve refacing 
to finest pre- 
cision _ limits 
with the. VR5 
—ideal forthe 
service station 














Speedy and efficient ‘“‘on the spot”’ engine servicing 


with the Mobilectric Valve shop 
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Wolf GARAGE EQUIPMENT IN INDUSTRY... 


Decarbonising 
valves with 
wire brush 
mounted on 
rear end of 
VR5_ grinding 
spindle 





Mobilectric Valve shop refacing valve head—can be 
wheeled right up to the job 





o 


Wolf 


Regd. Trade Mark 


SERVICE 


Hand in hand with the manufacture of machines of the finest quality, Wolf operate an incomparably 


efficient after sales service. 


In common with all mechanical equipment, electric tools must be 


maintained in first class condition if they are to operate consistently at peak efficiency and with 
minimum time off the job. The Wolf Service comprises instruction, maintenance and repairs, and 
everywhere has earned a high reputation for efficiency, speed and practical helpfulness. 


INSTRUCTION BOOKLETS 


Comprehensive instruction literature is enclosed with 
every Wolf Electric Tool. This describes the simple 
routine procedure which, if followed, will keep a machine 
in perfect working order. A copy of this important 
handbook on the care of electric tools should be kept 
in every maintenance engineers’ department. 


HOW TO ORDER 
SPARE PARTS 


Every Wolf machine bears a name- 
plate. The plate illustrated (right) is 
for a Type NW8 machine and the 
final ‘‘E’’ is its code letter. When 
ordering spare parts or additional 
cable always quote the Type, Code 
Letter, Serial Number and Voltage. 


RADIO SUPPRESSORS 


With the exception of the larger machines, all standard 
voltage tools of the Wolf range can be fully suppressed 
for radio interference to B.S.S. 800 limits with the Wolf 
2 amp. capacity suppressor. This sturdy unit is fitted to 
the end of the standard supply lead and will stand up to 
heavy industrial conditions. 


Volts Types 

100/250 EG2c, EJ3c, NW2c-NW34c, QMS, NWS1, NWT1, 
HD1, EVG3, DGIl. 

200/250 VR5, NWB, VSM, FF2, GL3, SD4c, ASG3. 





For the new Wolf Drills Models WD2c/34c and NM4 
incorporating a suppressor compartment, the appropriate 
Unit is Wolf Suppressor No. 12178, 200/250 volts or No. 
12179, 100/160 volts. 


Machines requiring fitment of Radio or Television 
suppressors, should be returned to the nearest Wolf 
Service Branch for this work to be carried out. 
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REPAIR SERVICE 


In the unlikely event of a breakdown, it is strongly recom- 
mended that the machine is sent to the nearest Wolf 
Service Branch. This will ensure a guaranteed repair 
executed by fully qualified service engineers in well 
equipped workshops where all the necessary facilities 
and parts for immediate action are available. 


{Wolf 


l"HEAVY DUTY DRILL 


Pt 


NWSE §123456 


N/L.R.P.M F/L AMPS AC/DC.VOLTS 


| a0 | 


QUOTE ABOVE DETAILS WHEN ORDERING SPARES 
WOLF ELECTRIC TOOLS L® LONDON, W5. 
MADE IN ENGLAND 





PORTABLE POWER POINT 





These handy lightweight units overcome all problems of 
awkward job locations, and remote switch plugs. Provide 
complete flexibility in power tool application, save time, 
money and damage to cable leads. Two types available, 
Mark I with two 13 amp. 3 pin ring mains shuttered 
flush sockets. Mark II with two 15 amp. 3 pin flush round 
pin sockets, also with 5 amp sockets to order. (British and 
Foreign Patents Pending). 


SPECIFICATION 


Cable Capacity :—100 yds. (91.44 m.) 23/0076 3-core T.R.S. 
Cable or 90 yds. (82.29 m.) 40/0076, or 60 yds. (54.66 m.) 
70/0076: Cable and plugs not included. 


Dimensions 


Height 12 in. (805 mm.) Depth 101/4 in. (260 mm.) 
Length 14 1/2 in. (368 mm.) 
Weight Nett 93/4 lb. (4.4 kgs.) Gross 10 1/2 lb. (4.8 kgs.) 











TYPE 


21 


TYPE 8I 





ELECTRIC SOLDERGUNS 


Wolf Solder Guns with comfortable easy grip 
plastic handles, are universally popular for 
production assembly work. Outstanding features 
are rapid constant heat, low current consump- 
tion, perfect balance and absolute dependa- 


bility. Bits are of solid copper, dull nickel plated 
to resist corrosion. The wide range of models 
and selection of bits suit all requirements. 
Ingenious wire stripper for P.V.C. cables is 
available for certain types. 


SOLDERGUN TYPES 


TYPE 21 
General Purpose 
Fitted with chisel bit. 
Input 60 watts. Weight 71/2 oz. 





TYPE 31 


Fine Instrument Work 

Supplied with one straight 
and one angular bit. 

Input 60 watts. Weight 8 oz. 





TYPE 71 
Medium and Heavy Work 
Fitted with square section 
copper bit. 
Input 75 watts. 





All Solderguns are supplied with 5 ft. of 3-core T.R.S. cable. 


TYPE 81 

Extra Heavy Work 

Fitted with 16-oz. square 
section copper bit. — 

Input 200 watts. Weight 2 Ib. 





WIRE STRIPPER for P.V.C. Cables 


Supplied standard on 
Types 31. 
Can also be used with 
Types 21. 





Type 31 with wire stripper for P.V.C. cables. 


Standard voltages 24, 50, 100/110, 115/130, 200/220, 225/250. 
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YPE 62M 
SOLDERMASTER 


TYPE 92 


ELECTRIC SOLDERING IRONS 


These two Electric Soldering Irons have been 
introduced to cater for the special needs of the 
Electrical and Electronic Industry. The Solder- 
master Type 62A is the result of exhaustive joint 
research with the largest users of such equip- 


STRAIGHT HANDLE TYPES 


TYPE 62A : 
Heavy Duty Production 


Supplied with set of 
three solid copper bits. 
Input 75 watts. 

Weight 10 ozs. 


TYPE 92 


Fine Instrument Work 
Supplied with one straight 
pencil-type bit. 

Input 25 watts. Weight 3 ozs. 


Both types supplied with 5 ft. of 3-core T.R.S. cable. 
Standard voltages 24, 50, 100/110, 115/130, 200/220, 225/250. 





ment and incorporates many unique design 
features with new high standards of efficiency 
and reliability. Recommended for heavy pro- 
duction conditions. The lightweight Iron, Type 
92 represents the latest advance in miniature 
soldering iron developments and is ideal for 
industrial and amateur purposes. 


Soldering final connections on radio 
circuits with Wolf Type 92. 











AFRICA 
BELGIAN CONGO 


Compagnie Générale d’Automobiles et 
d’Aviation au Congo, 

“CEGEAC”, 

B.P.623, LEOPOLDVILLE. 

Branches throughout the Belgian 
Congo. 


EAST AFRICA 
Henckell du Buisson (E.A.) Limited, 
P.O. Box 30072, Nairobi, 

KENYA. 


Also at 
DAR-ES-SALAAM. 


EGYPT 
Dario J. Israel, 
P.O. Box 354, 
ALEXANDRIA. 


GHANA AND 


SIERRA LEONE 
The British & African Engineering Co. 
(GHANA) Limited, 
P.O. Box No. 199, SEKONDI. 


Also at ACCRA and FREETOWN. 


MAURITIUS 
Robert Le Maire,Ltd., 
PORT LOUIS. 


MOROCCO 
Ets. Girard & Cie, 
140 Rue La Pérouse, 
CASABLANCA. 


NIGERIA 


Société Commerciale de l'Ouest 
Africain, 

Private Post Bag No. 2083, 
LAGOS. 

Branches throughout NIGERIA. 


PORTUGUESE 
EAST AFRICA 


Santos, Marques & Silva Lda., 
P.O. Box 166, 
LOURENGCO MARQUES. 


RHODESIA, NORTHERN 
Wilfrid Watson Ltd., 
Cecil Avenue, 
(P.O. Box 1620), NDOLA. 


Also at LUSAKA. 


RHODESIA, SOUTHERN 
. H. Vivian & Wilfrid Watson 

(PTY) Ltd.,32 Gordon Avenue, 

(P.O. Box 1625), SALISBURY. 


Also at BULAWAYO. 


SUDAN 
J. N. Valvis, Ltd., 
P.O. Box 247, KHARTOUM. 


UNION OF 
SOUTH AFRICA AND 


S.W. PROTECTORATE 
Foster, Plant (PTY) Ltd., 
P.O. Box 9273, JOHANNESBURG. 
Distributors throughout the Union. 


AMERICA NORTH 
BERMUDA 


Messrs. Burland, Conyers & Marirea Ltd., 


Corner St. John’ s & Pitts Bay Roads, 
Hamilton, 
BERMUDA. 


CANADA 


WOLF ELECTRIC TOOLS, LTD., 


93, Advance Road, 
TORONTO, 18, 
Ontario. 


Canadian Trade Corporation Ltd., 
1332 William Street, 
MONTREAL, 3. 

QUEBEC. 


Swann & Millar Ltd., 
Shelly Building, 
VANCOUVER. 


E. A. Tipping, 

957 Notre Dame Avenue, 
Manitoba, 

WINNIPEG. 


AMERICA SOUTH 
AND CENTRAL 


ARGENTINE 


W. G. Sinclair, 
Avda. Cérdoba 645- 60° 
BUENOS AIRES. 


BRAZIL 


Rio de Janeiro and North 
Brass & Cia. Ltda., 

Caixa Postal 4214, 

RIO DE JANEIRO. 

State of Sao Paulo 

OTTO OWERT & CIA. LTDa. 
Post Box No. 5891, 


Sao Paulo, 
BRAZIL. 
CHILE 
A. Dodson, 
Casilla 2130, 
SANTIAGO. 
COLOMBIA 


John Bohanna & Cia., 
Apartado Aereo 6124, 


BOGOTA. 
ECUADOR 


S.A. Comercial Anglo Ecuatoriana, 
Casilla 410, 
GUAYAQUIL. 


MEXICO 
ACOSA, 


Apartado POSTAL8600, 
MEXICO,1,D.F. 


Distributors throughout the Republic 
PERU 


Lidback Bohman & Co. S.A., 
Jiron Carabaya 934/938, 


LIMA. 
URUGUAY 


Juan Pekmezian, 
Casilla de Correo 665, 
MONTEVIDEO. 
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VENEZUELA 


Keith E. Arnold, 
Edf. Residencia. Miracields, 
ESQUINA MIRACIELOS, CARACAS. 


WEST INDIES 


AND CARIBBEAN 


TRINIDAD 
S. K. Watson & Co. Limited, 
78 Marine Square, 
(P.O. Box 605), 
PORT OF SPAIN. 


Industrial Agencies Ltd., 
14 High Street, 
SAN FERNANDO. 


BRITISH GUIANA 
Sprostons Ltd., 
Lot 4, Lombard Street, 
GEORGETOWN. 


BAHAMAS 
The General Hardware Co., 
NASSAU. 


BARBADOS 
C. F. Harrison & Co. (Barbados) Ltd., 
P.O. Box 304, BARBADOS. 


JAMAICA 


Masterton Ltd., 
23/25 Hanover Street, KINGSTON. 


NETHERLANDS ANTILLES 
Handelsvereniging Interconti (Curacao) N.V. 
P.O. Box 262, 

Willemstad, 

CURACOA. 


SURINAM 
Lindeteves (Zuid-Amerika) N.V. 
P.O. Box 459, 
PARAMARIBO. 


BURMA 
Fairweather Richards & Co. Ltd., 
P.O. Box No. 1053, 
RANGOON. 


CEYLON 
Hunter & Co. Ltd., 
P.O. Box 214, COLOMBO. 


HASHEMITE KINGDOM 


OF THE JORDAN 
The Transjordan Engineering Co. Ltd., 
P.O. Box No. 1, AMMAN. 


INDIA 
Rallis India Ltd., 
16 Hare Street, 
(P.O. Box 198), CALCUTTA, 1. 


Rallis India Ltd., 

320 Linghi Chetty Street, 
(P.O. Box 153), MADRAS, 1. 
Rallis India Ltd., 

21 Ravelin Street, Fort, 
(P.O. Box 166), BOMBAY. 
Rallis India Ltd., 

10/90 Block, 

Connaught Circus, 

NEW DELHI. 





U.S. OF INDONESIA 
N.V. voorheen Ruhaak & Co., 
Korte Vijverberg 4, 

(P.O. Box 286), The Hague, 
HOLLAND. 

Also at SOURABAYA, DJAKARTA, 
BANDUNG and MEDAN. 


IRAN 
Magazin Ahin, 
_ TEHERAN. 


ISRAEL 


Bernstein Bros., Limited. 
P.O. Box 765, TEL-AVIV. 


JAPAN 
Frazar International (Japan) Ltd., 
Room 401, Yaesu Building, 
6, 2-chome, Marunouchi, 
Chiyoda-ku, TOKYO. 


MALAYA 
Far East Motors Limited, 
54 Orchard Road, 
SINGAPORE. 9. P.O. Box No. 2697, 
Also at KUALA LUMPUR. 


PAKISTAN 
Marshalls (Pakistan) Ltd., 
Spencer’s Building (3rd Floor), 
McLeod Road, 
KARACHI. 
Also at LAHORE, CHITTAGONG, 
DACCA. 


PERSIAN GULF 
Yousuf Khalil Almoayyed & Sons,, 
P.O. Box 143, 
BAHRAIN. 


Arabian Construction Co., 
P.O. Box 176, 

KUWAIT. 

Al Nasr Trading Co., 

P.O. Box 28, 

Doha, 

QATAR. 


SYRIA AND LEBANON 
Lambros Papasarandis, 
P.O. Box 250, 
DAMASCUS. 


THAILAND 
Sino British (Siam) Ltd., 
287 Surawong Road, 
(P.O. Box 307), BANGKOK. 


AUSTRALASIA 


AUSTRALIA AND 
TASMANIA 


WOLF SALES PTY. LIMITED, 
P.O. Box 41, 
Arthur Street, Homebush,N. S. W. 


NEW ZEALAND 


Motor Specialties Ltd., 
80/86 Anzac Avenue, 


AUCKLAND, C.l. 
Also at WHANGAREI, HAMILTON, 
NEW PLYMOUTH, PALMERSTON 


NORTH, WELLINGTON, NELSON, 
DUNEDIN and INVERCARGILL. 


Jas. J. Niven & Co. Ltd., 
65/67 Taranaki Street, 
(P.O. Box 2096), 
WELLINGTON, C.3. 


Also at AUCKLAND, HAMILTON, 
GISBORNE, NAPIER, NELSON, 
PALMERSTON NORTH, 
CHRISTCHURCH, TIMARU, 
DUNEDIN and INVERCARGILL. 


EUROPE 


AUSTRIA 


Holter & Co., 
Obere Donaustrasse 79, 
VIENNA 2. 


BELGIUM 
Ets. Lenaers & Struyven, S.P.R.L. 


39 Avenue du Suffrage Universel, 
BRUSSELS 3. 


CYPRUS 


The General Engineering Co. Ltd., 
P.O. Box 208, NICOSIA. 


DENMARK 


V. Lowener, 
Vesterbrogade 9B, COPENHAGEN V. 


FINLAND 


Oy. Gronblom A.B., 
P.O. Box 370, HELSINGFORS. 


Oy. Grdnblom Trading A.B., 
Brunnsgatan 10, HELSINGFORS, C. 


GERMANY 
Emil Lux, 


Postfach 266, Remscheid, 
W. GERMANY. 


GIBRALTAR 


Menahem Serruya (1953) Ltd., 
Irish House, IRISH TOWN. 


HOLLAND 


SALES SUPERVISOR: 


MR. H. A. HERZOGENRATH, 
Van Baerlestraat 4’, 
AMSTERDAM Z. 


MAIN DISTRIBUTORS: 


A. Helders & Zonen N.V., 
Coolhaven 200, 
ROTTERDAM. 

Van Rooy Dorsman N.V., 
Reguliersdwarsstraat 108/114, 
AMSTERDAM. 


N.V.t.v.z. Handel Maatschappij 
Warmond, 

Delftsestraat 27, 

ROTTERDAM C. 


Joh. Westhof, 


Dr. Kuyperstraat 23, 
THE HAGUE. 


ITALY 


Madisco, 
40 Via Filippo Turati, 
MILAN. 


MALTA G.C. 
Joseph Vincenti & Co., 
Great Britain House, 
67 South Street, 
VALLETTA. 


NORWAY 
Ronneberg Hansen & Co., A/S. 
Edv. Stormsgt 5, OSLO. 


PORTUGAL 
A. Black Ltd., 
28/32 Rua da Boa Vista, 
LISBON. 


Also at OPORTO. 


SWEDEN 
AB Enterprise, 
Riddargatan 12, 
STOCKHOLM.O. 


Also at MALMOE and GOTEBORG. 


Lindahl and Nermark, AB 
ALINGSAS. 


AB V. Léwener, 
Norrlandsgatan 18, 
STOCKHOLM.?7. 


SWITZERLAND 
Serva-Technik A.G., 
GLATTBRUGG. 


Also at ST. GALLEN, LAUSANNE, 
MUNCHENBUCHSEE and BASLE. 


TURKEY 
Safak Ticaret A.O., 
P.O. Box 446, 
ISTANBUL. 


YUGOSLAVIA 
The B.S.E. Co. Limited, 
Heddon House, 
149-151 Regent Street, 
LONDON, W.1. 
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The Double-Insulated 
“SAFETYMASTER” Power Unit 


The ‘““CUBMASTER” 
", Electric Drill 





The International 
sign denoting 
Double Insulation 













R EQUIPMENT 


: Wolf Home Power Equipment performs 
: a wider and more useful range of 
operations than any other equipment of 
its type—new attachments are regularly 
being added. 
Details of the complete range are 
) available upon request. 


Comb Jointing Attachment Supa-Power Woodturning Lathe 
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ALITTLE CARE SAVES A LOT OF TROUBLE 


si , = 2 eee 


Issued in the interests of Industrial Safety 
by WOLF ELECTRIC TOOLS LTD in conjunction with THE BRITISH SAFETY COUNCIL 





OLF ELECTRIC TOOLS are extremely efficient and absolutely safe. So 

simple to use, they can be plugged in almost anywhere and will per- 

form incredible feats of work. Consequently many users are apt to 
forget that these handy tools are in fact powered by electricity. This 
engenders an undue familiarity which leads to carelessness. Granted a healthy 
respect for electricity—and the vast majority of accidents simply could not occur. 
The colourful arresting poster, illustrated above, cannot fail to promote safety 
consciousness wherever it is displayed. Copies in two sizes, large and small, 
are available free of charge to safety officers and educational authorities 
everywhere upon request. 
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